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Enjoying Photo/Music/Video Playback

Music Mode

...... music 5music 4music 2music 1 music 3

SONG_01.MP3

SONG_02.MP3

SONG_03.MP3

SONG_04.MP3

SONG_05.MP3

SONG_06.MP3

SONG_07.MP3

3:42

4:55

4:08

4:20

3:55

4:26

4:35

I
I

I
I
I
I

I

SONG_03.MP3

0:14 / 4:35

Example

Buttons for music mode
Buttons Description

a/b/c/d Select a desired item.

ENTER Play music.

RETURN Return to the previous process.

A (red) Select the music to be played back. Press 
this button to add or remove a checkmark.

B (green) Stop music.

C (blue) Play/Pause music.

D (yellow) Display the USB MENU screen.

When there are invalid music fi les, the X mark will be 
displayed for the fi le.
The displayed play time may differ slightly from the actual 
play time depending on the fi les.

USB Menu

Set All Auto Play

Reset All Auto Play

USB MENU

Remove USB Device

Example

* See page 50 for details on the Remove USB Device 
function.

■ Set/Reset All Auto Play
Set or reset the music to be played back.

1  Press D to display the USB MENU screen.

2  Press a/b to select "Set All Auto Play"/"Reset All 
Auto Play", and then press ENTER.
•  When you select "Set All Auto Play", checkmarks are 

added to all the music fi les.
•  When you select "Reset All Auto Play", remove all the 

checkmarks from all the music fi les.

3  Press C to play back the music.

If no music fi les have been selected, "Cannot playback the 
audio fi le" is displayed and the music is not played back 
automatically.

•

•

•

**

Video Mode

...... video 5video 4video 2video 1 video 3

VIDEO_01.avi

VIDEO_02.divx

VIDEO_03.divx

VIDEO_04.avi

VIDEO_05.divx

VIDEO_06.divx

VIDEO_07.avi

3:42

4:55

4:08

4:20

3:55

4:26

4:35

I
I

I
I
I
I

I

Example

Buttons for fi le selecting operations
Buttons Description

a/b/c/d Select a desired item.

ENTER When selecting a video fi le: Play the
video.

RETURN Return to the previous process.

A (red) Select/deselect items (checkmarks are 
addded to the selected items).

D (yellow) Display the USB MENU screen.

Buttons for playing mode
Buttons Description

a Go to the beginning of a fi le by pressing a
once and the previous fi le by pressing a
twice.

b Go to the next fi le.

d The fast forward speed changes every time 
you press d. After playing to the end, the TV 
goes to the next fi le and starts to play.

c The reverse speed changes every time you 
press c. After going back to the beginning, 
the TV starts to play the same fi le.

RETURN Go back to the fi le selection screen.

ENTER Pause the video.

3D Switches between 2D and 3D modes.

A (red) Jump to the scene where playback was last 
stopped.

B (green) Stop a video.

C (blue) Display the USB operation panel.

D (yellow) Display the USB MENU screen.

0-9 Jump to a point in the video during playback 
of a fi le without chapters.
You can jump to a later point by pressing a 
higher number.*

* During playback of a fi le without chapters, playback points 
are set automatically. Playback points are set at intervals of 
a one-tenth of playback time.

Example for a fi le with a playback time of 100 minutes:
Pressing 1 jumps 10 minutes forward, and pressing 2 jumps 
20 minutes forward. Pressing 0 returns to the start of the fi le 
being played back.
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■ Using the operation panel
You can use the operation panel for video playback 
operations.
You can call up this operation panel by pressing 
MENU after you press a/b to select "USB Operation 
Panel" from "System Options" > "View Option".

PLAY

System Options

0:04:11 / 0:07:42

Resume

Audio CC

Title jump

Hold down to go in reverse.

d Starts playback.

Hold down to fast forward.

Video without chapters: Press one time 
to return to the previous playback point.* 
Press two times to return to the previous fi le.
Video with chapters: Press one time to 
return to the previous chapter. Press two 
times to return to the previous fi le.

Sets pauses and still pictures.

Video without chapters: Press one time to 
advance to the next playback point.* Press 
two times to display the next fi le.
Video with chapters: Press one time to 
return to the previous chapter. Press two 
times to return to the previous fi le.

Audio Change the audio when multiple audio is 
available for the video you are watching.

Playback stops.

CC Change the Closed Caption display.

Title Displays the title list.

Resume jump Jump to the scene where playback was 
last stopped.

* During playback of a fi le without chapters, playback points 
are set automatically. Playback points are set at intervals of 
a one-tenth of playback time.

Example for a fi le with a playback time of 100 minutes:
Playback points are set every 10 minutes. Pressing 
one time after viewing the fi le for 15 minutes jumps to the 
20-minute playback point.

Reverse/fast forward continues from one fi le to another 
during continuous playback.
Use "CC" on the operation panel to change the Closed 
Caption display. You can also switch the Closed Caption 
display by using "System Options" > "View Option" > 
"Change CC" or by pressing CC on the remote control unit.
Use "Audio" on the operation panel to change the audio. 
You can also switch the audio by using "System Options" > 
"View Option" > "Change Audio".

•

•

•

USB Menu
Menu for fi le selecting operations

Set All Auto Play

Reset All Auto Play

USB MENU

Remove USB Device

Example

* See page 50 for details on the Remove USB Device 
function.

■ Set/Reset All Auto Play
Set or reset the video to be played back.

1  Press D to display the USB MENU screen.

2  Press a/b to select "Set All Auto Play"/"Reset All 
Auto Play", and then press ENTER.
•  When you select "Set All Auto Play", checkmarks are 

added to all the video fi les.
•  When you select "Reset All Auto Play", remove all the 

checkmarks from all the video fi les.

3  Press ENTER to play back the video.

Menu for playing mode

Chapter

Show Video Information

Title

USB MENU

Remove USB Device

Example

* See page 50 for details on the Remove USB Device 
function.

■ Title/Chapter
This function can be used for fi les without a title list or 
chapters.
Select the title or chapter you want to play back.

1  Press D to display the USB MENU screen.

2  Press a/b to select "Title" or "Chapter", and then 
press ENTER.

3  Press a/b to select the desired title or chapter, 
and then press ENTER.
•  The selected title or chapter is played back.
•  "0-9" is displayed for fi les without chapters. Playback 

jumps to the playback point of the selected number.

If there is Edition information, this screen is displayed when 
the title is selected.

■ Show Video Information
The information of the current fi le is displayed.

1  Press D to display the USB MENU screen.

2  Press a/b to select "Show Video Information", 
and then press ENTER.

•

**

**

Enjoying Photo/Music/Video Playback
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DivX® Setup
This is the function to confi rm your registration code. 
You need to register the code at http://www.divx.com.

1 Press MENU to display the menu screen.

2 Press c/d to select "Initial Setup", and then press 
ENTER.

3 Press a/b to select "DivX
®
 Setup", and then 

press ENTER.

■ DivX® VOD registration
You can fi nd your registration code on this menu. You
need to register the TV at http://www.divx.com before 
playing the DivX content.

■ DivX® VOD deregistration
You can fi nd your deregistration code on this menu. 
You need to deregister the TV at http://www.divx.com 
to release the registration.

USB Device Compatibility

USB device USB Memory, USB card reader (Mass 
Storage class), USB hard drive

File system FAT/FAT32/NTFS (USB hard drive only)

Photo fi le 
format

JPEG (.jpg) (DCF2.0 compliant)
Multi-Picture Format (.mpo) (CIPA 
DC-007 Compliant)
MP Type : Multi view individually image 
(stereoscopic view)

Music fi le 
format

MP3 (.mp3)
Bitrate: 32k, 40k, 48k, 56k, 64k, 80k, 
96k, 112k, 128k, 160k, 192k, 224k, 
256k, 320kbps
Sampling frequency: 32k, 44.1k, 48kHz

Video fi le format
File

extension Container Video Audio

*.avi AVI

DivX 3.11/4.x/5.1/6.0
XviD

H.264
MPEG4

Motion Jpeg

MP3
AC3

LPCM
ADPCM

*.mkv MKV

DivX 3.11/4.x/5.1/6.0
XviD

H.264
MPEG4

MP3
AC3

LPCM
ADPCM

*.asf
*.wmv

ASF

DivX 3.11/4.x/5.1/6.0
XviD

MPEG4
VC-1

Windows Media Video v9

MP3
AC3

LPCM
WMA

*.mp4
*.mov
*.3gp

MP4
(SMP4)

H.264
MPEG4

Motion Jpeg

MP3
AAC

*.vro
*.mpg
*.mpeg

PS
MPEG2
MPEG1

AC3
MPEG
LPCM

Progressive format jpeg fi les are not supported.
USB 1.1 devices may not be played properly.
Operation using USB hubs is not guaranteed.
Some video fi le formats may not be played depending on 
the fi le.
Some images may not be displayed in the appropriate 
aspect ratio depending on the fi le format.

•
•
•
•

•

Enjoying Photo/Music/Video Playback
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Playing Back Files on a Home 
Network (DLNA) Server

Photo Mode

Viewing Thumbnails

/Root/Pictures/Folders/Pictures

Photo2

FolderBFolderA

FolderA

Example

Buttons for thumbnail operations
Buttons Description

a/b/c/d Select a desired item.

ENTER When selecting a folder icon: Enter this 
directory.
When selecting a photo thumbnail: Enlarge 
the photo.

RETURN Return to the previous process.

C (blue) Start the slide show.

D (yellow) Display the Home Network (DLNA) Menu 
screen.

When there are invalid photo fi les, the X mark will be 
displayed for the fi le.
You can see the fi le name, shooting date, fi le size and pixel 
size of the selected photo in the lower-left corner of the 
screen (shooting date is only available in the EXIF fi le format).

•

•

Viewing Individual Photos
The photo selected on the thumbnail selection screen 
is displayed.

Buttons for individual display operation
Buttons Description

c/d Go to the previous/next photo in the same 
directory.

RETURN Return to the thumbnail selection screen.

3D Switches between 2D and 3D modes.

A (red) Rotate the photo by 90 degrees to the left.

B (green) Rotate the photo by 90 degrees to the right.

Rotating photos only applies to the temporarily selected 
item and this setting is not saved.
In 3D mode, you cannot rotate the photos.

Slide Show
The photos displayed on the thumbnail selection 
screen are displayed as a slide show.

Buttons for slide show operation
Buttons Description

RETURN Return to the thumbnail selection screen.

3D Switches between 2D and 3D modes.

D (yellow) Display the Home Network (DLNA) Menu 
screen.

The slide show continues until you press RETURN.
For setting the slide show speed, display the Home 
Network (DLNA) Menu screen.

Home Network (DLNA) Menu

Home Network (DLNA) Menu

10sec

60sec

30sec

5sec

Example

■ Select Slide Show Interval
Specify the length of time before the next image 
appears.

1  Press D to display the Home Network (DLNA) 
Menu screen.

2 Press a/b to select "5sec", "10sec", "30sec" or 
"60sec", and then press ENTER.

Depending on the photo fi les, the length of the slide show 
interval may differ from the selected interval time.

•

•

•
•

•

Enjoying Photo/Music/Video Playback
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Music Mode

Folder2

Folder3

SONG_03

SONG_04

SONG_05

SONG_06

SONG_07

4:08

4:20

3:55

4:26

4:35

/Root/Music/Folders/Music

Folder1

Example

Buttons for music mode
Buttons Description

a/b/c/d Select a desired item.

ENTER When selecting a folder icon: Enter this 
directory.
When selecting a music fi le: Play music.

RETURN Return to the previous process.

B (green) Stop music.

C (blue) Play music.

When there are invalid music fi les, the X mark will be 
displayed for the fi le.
The displayed play time may differ slightly from the actual 
play time depending on the fi les.

•

•

Video Mode

VIDEO_02

VIDEO_03

VIDEO_04

VIDEO_05

VIDEO_06

VIDEO_07

4:55

4:08

4:20

3:55

4:26

4:35

/Root/Videos/Folders/

Videos

wmv

Example

Buttons for fi le selecting operations
Buttons Description

a/b/c/d Select a desired item.

ENTER When selecting a folder icon: Enter this 
directory.
When selecting a video fi le: Play the
video.

RETURN Return to the previous process.

Buttons for playing mode
Buttons Description

a Go to the beginning of a fi le by pressing a
once and the previous fi le by pressing a
twice.

b Go to the next fi le.

d Jump forward in a video. *1

c Jump back in a video. *1

RETURN Go back to the fi le selection screen.

ENTER Play/Pause the video.

3D Switches between 2D and 3D modes.

B (green) Stop a video.

C (blue) Display the home network (DLNA) operation 
panel.*2

*1 Jump forward/back may not be available depending on the 
fi les.

*2 See page 52 for details on the operation panel.
You can call up the operation panel by pressing MENU
after you press a/b to select "Home Network (DLNA) 
Operation Panel" from "System Options" > "View Option".

Home Network (DLNA) Server Compatibility

Photo fi le format JPEG

Music fi le format LPCM, MP3

Video fi le format MPEG2-PS, MPEG2-TS,
WMV, ASF, MP4, MOV, AVI

Progressive format jpeg fi les are not supported.
Some video fi le formats may not be played depending on 
the fi le or the server.

•
•

Enjoying Photo/Music/Video Playback
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Presetting Remote Control Function

You can operate the connected AV products (AV 
receiver, cable box, SAT tuner, DTV, VCR, DVD, BD, 
LD) using the presetting manufacturer function of your 
remote control unit.

14

12

11

6

13

10

8
9

7

5
4
3
2

1

Presetting manufacturer codes

1  Press an appropriate button (STB, DVD•VCR or 
AUDIO) to operate the connected equipment.

2  Press an appropriate button (STB, DVD•VCR or 
AUDIO) and DISPLAY at the same time to enter 
the code registration mode.

3  Press 0–9 to enter the manufacturer code. (See 
page 57.)
• Preset mode is fi nished once the LED no longer lights 

up.

4  After registering the code, the LED will stop blinking 
then turn off after one second. (If you perform an 
incorrect operation, the LED will blink quickly then 
turn off.)

Operating the Connected Equipment

To operate the connected equipment, press STB,
DVD∙VCR or AUDIO to select your device. (STB 
(cable/satellite set-top box), DVD, BD, VCR or AUDIO.) 
The remote control unit button will function as follows.
• When you operate VCR, DVD or BD, press INPUT to select 

the terminal connected to your device. 
• CABLE and SAT cannot be selected at the same time.

1 POWER (SOURCE)
 • Turns the connected equipment power on and off.

2 
• Starts playback. (VCR, DVD, BD)

3 
• Rewinds the tape and allows picture search. (VCR)
• Hold down to go in reverse. (DVD, BD)

4 
• Stops the tape transport. (VCR)
• Playback stops when pressed. With some DVD/Blu-ray 

disc players, pressing the button twice may open the disc 
tray. (DVD, BD)

5 
• Pressing quickly once takes you to the start of the chapter 

currently playing. Each time you press it, you move back 
to the start of the previous chapter. (DVD, BD)

6 0–9, • (DOT) (STB)
• Press a button (or buttons) that corresponds to the 

channel that you wish to watch.

7 
• Rapidly advances the tape and allows picture search. 

(VCR)
• Hold down to fast forward. (DVD, BD)

8 
• Sets pauses and still pictures. (VCR, DVD, BD)

9 
• Pressing quickly once takes you to the start of the next 

chapter. Each time you press it, you move ahead to the 
start of the next chapter. (DVD, BD)

10 REC
• Starts recording. (VCR)

11 FLASHBACK
• Press to switch between the current channel and the 

channel you were watching immediately before. Some 
manufacturers do not preset FLASHBACK. (STB)

12 CH /
• Press CH  or CH  to tune in to a higher or lower 

channel. (STB)
• Press to select the channel of the TV tuner on the VCR. 

(VCR)

13 MENU
• When this button is pressed, the DVD/BD menu will 

display. (DVD, BD)

14 a/b/c/d, ENTER
• a/b/c/d: Press the button to select items on the STB 

GUIDE screen or STB MENU screen. (STB)
 Press the button to select items on the DVD/BD menu 

screen. (DVD, BD)
• ENTER: Press to activate the selected function. (STB, 

DVD, BD)

Other Viewing Options
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Manufacturer codes

Other Viewing Options

AUDIO DYNAMICS
BROCKSONIC
CANON
CRAIG
CURTIS MATHIS
DBX
EMERSON
GE
INSTANT REOLYA
JC PENNEY
JVC
KENWOOD
MAGNAVOX
MAGNIN
MEMOREX
MONTGOMERY  WARD
NEC
PANASONIC
PENTAX
PHILCO
PHILIPS
QUASAR
REALISTIC
SAMSUNG
SHARP
SONY
SYLVANIA
TATUNG
TEAC
TMK
YAMAHA

09
13
04
12
04
09
10, 13, 14
04
04
04
09, 16, 17, 22
09
04, 05, 06
12
04
02
09
04, 18, 19, 20, 21
05
04, 05
04, 05, 06
04
01, 02
11, 12
01, 02, 03
07, 08, 15
04, 05, 06
09
09
10
09

REMOTE CONTROL CODE 
NUMBERVCR BRAND

DENON
JVC
KENWOOD
MAGNAVOX
MARANTZ
MITSUBISHI
PANASONIC
PHILIPS
PIONEER
PROSCAN
RCA
SAMSUNG
SHARP
SONY
TOSHIBA
YAMAHA
ZENITH

24
31
36
26
26
28
24, 37
26, 38
30, 33, 35
25
25, 39
29, 34
23, 32, 41, 42
27, 40
26
24
26

REMOTE CONTROL CODE 
NUMBERDVD/BD/LD BRAND

• Depending on the brand, the codes of some BD players 
may not be supported.

ANVISION
CABLE STAR
EAGLE
G.INSTRUMENT
GERROLD
JERROLD

MAGNAVOX

MOTOROLA
OKA SIGMA
PANASONIC
PHILIPS

PIONEER
RANDTEK
RCA
S.ATLANTA
VIEWSTAR

ZENITH

04, 05
04, 05
05
02, 03, 10, 11, 17, 20
17
02, 03, 10, 11, 12, 20, 
25-34
04, 05, 08, 12, 15, 16, 
18, 19, 22, 23
38
07
14, 21
04, 05, 08, 13, 15, 16, 
18, 19, 22, 23
07
04, 05
14, 36*, 37*
01, 09, 24
04, 05, 08, 13, 15, 16, 
18, 19, 22, 23
06, 35

REMOTE CONTROL CODE 
NUMBERSTB BRAND

• Numbers marked with * are SAT codes, all others are STB 
codes.

SHARP
SHARP (SOUND BAR)

01
02

AUDIO BRAND REMOTE CONTROL CODE 
NUMBER
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Using AQUOS LINK

Controlling HDMI Equipment Using AQUOS LINK

What’s AQUOS LINK?
• Using the HDMI CEC (Consumer Electronics Control) protocol, with AQUOS LINK you can interactively operate 

compatible system equipment (Blu-ray disc equipment, AV amplifi er, DVD).
• By connecting AQUOS LINK-compatible devices with HDMI-certifi ed cables to the TV, you can control a 

recorder or AV amplifi er using the remote control of the TV.
• AQUOS LINK allows you to operate the HDMI-connected equipment with one remote control.

Back panel 
vertical inputs

Back panel 
horizontal inputs

Example

AQUOS LINK-compatible 
Audio system AQUOS BD Player

HDMI-certified cable *

* Use HDMI 1 to connect 
   ARC-compatible equipment.

HDMI-certified cable Optical fiber cable

Connecting AQUOS 
BD Player via AQUOS 
LINK-compatible 
Audio system 

For connecting the TV to AQUOS LINK-compatible equipment, use commercially available cables.
Point the remote control toward the TV, not to connected HDMI equipment.
Video noise may occur depending on the type of HDMI cable used. Make sure to use an HDMI-certifi ed cable.
Up to 3 pieces of HDMI recording equipment and one AV amplifi er can be connected using this system.
These operations affect the HDMI equipment selected as the current input source. If the equipment does not operate, turn on 
the equipment and select the appropriate input source using INPUT.

•
•
•
•
•

Connected AQUOS LINK-compatible devices can be operated without 
changing the settings of the remote control unit. 

OPTION button will function only when AQUOS LINK is used.

■ One Touch Play
While the TV is in standby mode, it automatically turns on and plays back the 
image from the HDMI source.

■ One Touch Recording
Press REC while you are viewing a broadcast received with the AQUOS 
LINK-compatible recorder. The AQUOS LINK automatically recognizes the 
connected HDMI device and starts recording.

■ Single remote control
The AQUOS LINK automatically recognizes the connected HDMI device and 
you can control the TV and the devices as if using a universal remote control.

■ Control the AQUOS LINK-compatible audio system
Set the volume of AQUOS LINK-compatible audio system.

The above description is an example of the AQUOS LINK function.
The steps in “AQUOS LINK Setup” on page 59 need to be completed beforehand.
Refer to this operation manual and the operation manual of the AQUOS LINK device to be used with this TV.

•
•
•
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AQUOS LINK Setup

Menu

System Options
AQUOS LINK Setup

System
Options

AQUOS LINK Control
[On]

Auto Power On
[Yes]

[Auto]

Selecting Recorder

Channel Select Key

Audio Return Channel

Example

1  Press MENU to display the MENU screen, and then 
press c/d to select "System Options".

2  Press a/b to select “AQUOS LINK Setup”, and 
then press ENTER.

3  Press a/b to select a specifi c item, and then press 
ENTER.

4  Press a/b (or c/d ) to select the desired setting, 
and then press ENTER.

5  Press MENU to exit.

AQUOS LINK Control
Select AQUOS LINK Control to disable AQUOS LINK 
function even when an AQUOS LINK-compatible HDMI 
device is connected to the TV. This function prevents 
the device from starting to operate unexpectedly.

On: You can operate AQUOS LINK-compatible 
equipment.

Off: AQUOS LINK function does not work.

Auto Power On
If this is activated, the One Touch Play function is 
enabled.

Yes: While the TV is in standby mode, it automatically 
turns on and plays back the image from the HDMI 
source.

No: This function does not work.

Selecting Recorder
When multiple AQUOS LINK-compatible devices are 
connected, this function allows you to set the recorder 
for recording when you press REC on the TV’s 
remote control unit.

Press a/b to select the recorder for recording.

When an AQUOS LINK-compatible audio system or other 
equipment is connected between the TV and recorder, 
“Sub” is displayed.

•

Using AQUOS LINK

Channel Select Key
This function can be set for each input terminal.

On: The remote control unit of the TV can be used to 
select the channel, display program information, and 
perform other operations of a connected AQUOS 
LINK-compatible recorder.

Off: This function does not work.

Audio Return Channel
This function allows you to listen to the TV audio via 
audio equipment without using an optical fi ber cable, 
which conventionally is required.

Requirements for using an ARC-compatible AV 
amplifi er:

ARC-compatible AV amplifi er connected to the ARC-
compatible HDMI terminal (HDMI 1).
(Refer to the operation manual of the ARC-compatible 
equipment for details.)
Use of an ARC-compatible cable.

Auto: You can listen to the TV audio with ARC-
compatible audio equipment.

Off: This function does not work.

If the TV audio cannot be output from the AV amplifi er even 
after making the necessary settings, connect the TV to the 
AV amplifi er with an optical fi ber cable and select “Off”.

One Touch Playback

AQUOS LINK allows you to operate the HDMI-
connected equipment with one remote control.

Press d to start playing back a title.

The last played program is played back. You can use the 
following buttons during broadcast viewing.

Buttons Description

POWER
(SOURCE)

Turns the power of the HDMI connected devices 
on and off.

Hold down to go in reverse.

Starts playback.

Hold down to fast forward.

Playback stops.

Sets pauses and still pictures.

Pressing quickly once takes you to the start of the 
chapter currently playing. Each time you press it, 
you move back to the start of the previous chapter.

Pressing quickly once takes you to the start of the 
next chapter. Each time you press it, you move 
ahead to the start of the next chapter.

The buttons /  do not function with the following 
Blu-ray disc players currently available.
- BD-HP20U, BD-HP50U

•

•

•

•

•
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Link Operation Menu

Recorder Power On/Off

Device Operation panel

[By AQUOS SP]

Play from Rec. List

Show Start Menu

Change Media of Device

Link Booking (Rec. Book)

Change Audio Output Device

Change Surround Mode

HDMI Device Selection

AQUOS LINK Setup

Link Operation

MenuLink
Operation

Start Recording

Stop Recording

Link Operation

MenuLink
Operation

Displaying the Link Operation Menu
1  Press OPTION to display the Link Operation Menu 

screen.

2  Press a/b to select “AQUOS LINK Setup”, and 
then press ENTER.

The AQUOS LINK Setup menu screen is displayed.

Turning On/Off AQUOS LINK-compatible 
Equipment

You can manually turn on/off the power of connected 
AQUOS LINK-compatible equipment.

1  Press OPTION to display the Link Operation Menu 
screen.

2  Press a/b to select “Recorder Power On/Off”, and 
then press ENTER.

3  Select “On” (or “Off”) and press ENTER to turn on 
(or off) the equipment.

•

Using AQUOS LINK

One Touch Recording
This function allows easy one-touch recording of the 
program being viewed on the TV to AQUOS LINK-
compatible equipment with a recording function by 
simply pressing REC on the remote control.

Prepare the connected AQUOS LINK-compatible 
recorder for recording. Check the following items.

Make sure that the antenna cable is connected.
Check that there is suffi cient available space on the 
recording media (HDD, DVD, etc.).
On the TV, use “AQUOS LINK Setup” and “Selecting 
Recorder” to select the equipment for recording.
By default, the recorder connected to HDMI 1 is selected 
for recording.

1 Press REC to start recording.

When you are viewing a broadcast received with the 
AQUOS LINK-compatible recorder selected in "Selecting 
Recorder", recording to the AQUOS recorder of the 
broadcast being viewed starts.
When you are viewing a broadcast received with 
equipment other than the AQUOS LINK-compatible 
recorder selected in "Selecting Recorder" or other 
external input equipment, pressing REC on the remote 
control does not start recording.

2 Use the Link Operation Menu to stop recording.

1 Press OPTION to display the Link Operation 
Menu screen.

2 Press a/b to select “Stop Recording”, and 
then press ENTER.

Start/Stop Recording
You can also use the Link Operation Menu for 
recording on the connected AQUOS LINK-compatible 
equipment.

1 Press OPTION to display the Link Operation Menu 
screen.

2 Select “Start Recording”, and then press ENTER to 
start recording.

You can also start recording by pressing REC on the 
remote control unit.

3 Select “Stop Recording”, and then press ENTER to 
stop recording.

•
•

•

•

•

•

•
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Using the Device Operation Panel
You can use the device operation panel to control 
playback operations.

1  Press OPTION to display the Link Operation Menu 
screen.

2  Press a/b to select “Device Operation Panel”, and 
then press ENTER.

3  Press a/b/c/d to select the desired operation.

This function works only when AQUOS LINK-compatible 
equipment with the Device Operation Panel function is 
connected.

Playback of Titles Using AQUOS LINK
This section explains how to play back a title in the 
AQUOS LINK-compatible equipment.

1  Power on the AQUOS LINK-compatible equipment, 
and select appropriate external input.

2  Press OPTION to display the Link Operation Menu 
screen.

3  Press a/b to select “Play from Rec. List”, and 
then press ENTER.

The title list data from the connected AQUOS LINK-
compatible equipment displays.

4  Select the title with a/b/c/d, and then press d
to start playback.

This function works only when AQUOS LINK-compatible 
equipment is connected.

Displaying the Setup Menu of AQUOS 
LINK-Compatible Equipment

You can call up a setup menu from the connected 
AQUOS LINK-compatible equipment.

1   Press OPTION to display the Link Operation Menu 
screen.

2  Press a/b to select "Show Start Menu", and then 
press ENTER.

The setup menu of the AQUOS LINK-compatible 
equipment is displayed.

Depending on the status of the equipment (recording or in 
standby mode, etc), the setup menu will not be displayed.
The setup menu will not be displayed with the player 
BD-HP20U currently available.

Selecting Media Type for AQUOS LINK-
Compatible Recorder

You can switch the media (HDD or DVD) for playback 
or recording on the AQUOS LINK-compatible recorder.

1  Press OPTION to display the Link Operation Menu 
screen.

2  Press a/b to select “Change Media of Device”, 
and then press ENTER.

3 Select the desired media such as DVD or HDD. 

The Media type toggles each time you press ENTER in 
“Change Media of Device”.
Select the media to be operated by the player.

•

•

•

•

•

•

•

•

Using AQUOS LINK

Timer Recording
You can call up the AQUOS LINK-compatible 
recorder’s EPG and preset timer recordings using the 
TV’s remote control.

1  Press OPTION to display the Link Operation Menu 
screen.

2  Press a/b to select “Link Booking (Rec. Book)”, 
and then press ENTER.

The recorder’s EPG is displayed.

3  Select the program to record.

• You can use a/b/c/d, ENTER, RETURN, EXIT and 

the colored buttons.

This function works only when an AQUOS LINK-compatible 
recorder is connected.
Refer to the operation manual of the recorder for details.

Listening with the AQUOS AUDIO Speaker System
You can select to listen to the TV sound only from the 
AQUOS LINK-compatible audio system and manually 
change its sound mode.

1  Press OPTION to display the Link Operation Menu 
screen.

2  Press a/b to select “Change Audio Output 
Device”, and then press ENTER.

3  Press a/b to select “By AQUOS audio SP”, and 
then press ENTER.

The sound from the TV speaker is muted and only the 
sound from the AQUOS LINK-compatible audio system 
is audible.
You can use VOLk/l and MUTE.

Select “By AQUOS SP”, and then press ENTER to 
listen to the TV sound.

Manually Changing AQUOS AUDIO Speaker
System’s Sound Mode

1  Press OPTION to display the Link Operation Menu 
screen.

2  Press a/b to select “Change Surround Mode”, 
and then press ENTER.

The sound mode changes each time you press ENTER.
Refer to the operation manual of the AQUOS LINK-
compatible audio system for details.

HDMI Device Selection
If multiple HDMI devices are connected in a daisy
chain, you can specify which device to control here.

1  Press OPTION to display the Link Operation Menu 
screen.

2  Press a/b to select “HDMI Device Selection”, and 
then press ENTER.

A list of connected HDMI devices is displayed.

3  Press a/b to select the desired device, and then 
press ENTER.

•

•

•

•

•

•
•

•
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VIEW MODE

You can select the screen size.

1  Press VIEW MODE.

The View Mode menu displays.
The menu lists the View Mode options selectable for the type of video signal currently 
being received.

2  Press VIEW MODE or a/b while the View Mode menu is displayed to select a 
desired item on the menu.

You can sequentially select a View Mode that has its own aspect ratio.

Connect the PC before making adjustments. (See page 18.)
Selectable screen size may vary with input signal type.
You can have the same settings by choosing "View Mode" on the menu items. (See page 32.)
You may not be able to change the View Mode while in 3D mode.

Example: Screen size images

Input signal Normal Zoom Stretch Dot by Dot

4:3 Keeps the original 
aspect ratio in a full 
screen display.

For viewing 
widescreen
programs. The top 
and bottom of the 
image is cropped.

An image fully fi lls the 
screen.

Detects the resolution 
of the signal and 
displays an image with 
the same number of 
pixels on the screen.

Input signal Stretch Dot by Dot

16:9 An image fully fi lls the 
screen.

Detects the resolution 
of the signal and 
displays an image with 
the same number of 
pixels on the screen.

•
•

•

•
•
•
•

Using a PC

Displaying a PC Image on the Screen
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Using a PC

Example

Menu

View Option

Input Terminal Setting

AQUOS LINK Setup

3D Setup

Menu Design

O ti L k O t

System Options

System
Options

1  Press MENU to display the MENU screen, and then 
press c/d to select "System Options".

2  Press a/b to select "Input Terminal Setting", and 
then press ENTER.

3  Press a/b to select "PC input" or "Audio Select", 
and then press ENTER.

4  Press a/b to select a specifi c adjustment item, 
and then press ENTER to set each item.

5  Press a/b (or c/d) to select or adjust the desired 
setting, and then press ENTER.

Adjusting the PC Image

Auto Sync. (for Analog PC Input Mode Only)
For automatically adjusting the PC image.

Yes: Auto Sync. starts and "Now adjusting the image." 
displays.

No: This function does not work.

When "Auto Sync." is successful, "Completed" displays. If 
not, "Auto Sync." failed.
"Auto Sync." may fail even if "Completed" displays.
"Auto Sync." may fail if the computer image has low 
resolution, has unclear (black) edges, or is moved while 
executing "Auto Sync.".
Be sure to connect the PC to the TV and switch it on before 
starting "Auto Sync.".

Fine Sync.
Ordinarily you can easily adjust the picture as necessary 
to change image position using "Auto Sync.". In some 
cases, however, manual adjustment is needed to 
optimize the image.

H-Pos.: Centers the image by moving it to the left or right.
V-Pos.: Centers the image by moving it up or down.
Clock: Adjust when the image fl ickers with vertical 

stripes.
Phase: Adjust when characters have low contrast or 

when the image fl ickers.

For resetting all "Fine Sync." adjustment items to the factory 
preset values, press a/b to select "Reset", and then press 
ENTER.
It is not necessary to adjust the "Clock" or "Phase" when a 
digital signal is being input, so it cannot be selected.
The default cursor position may not be in the center, 
because the screen position variable ranges may be 
asymmetrical.
The screen position variable ranges depend on the View 
Mode or the signal type. The ranges can be seen on the 
position-setting screen.

•

•
•

•

•

•

•

•

Setting Audio Input

Audio Select
This function sets the terminal to output the computer 
audio.
The adjustment items vary depending on the input 
source. Select the input source corresponding to the 
terminal connected to the PC and then adjust the 
desired item.

■ PC IN
Video: Select this when the TV and PC are connected 

using an analog RGB cable and the audio is not input.
Video+Audio: Select this when the TV and PC are 

connected using an analog RGB cable and the audio is 

input via a Ø 3.5 mm stereo minijack.

■ HDMI 1
HDMI(Digital): Select this when the TV and PC are 

connected using an HDMI-certifi ed cable and audio is 
input via the same cable.

HDMI+Analog: Select this when the TV and PC are 
connected using a DVI-HDMI conversion cable and the 

audio is input via a Ø 3.5 mm stereo minijack.

When "Audio Select" is set to "HDMI(Digital)", sound will 
not be produced if you use only an HDMI-certifi ed cable to 
connect HDMI-compatible equipment. To produce sound, 
you should make an analog audio connection.
If you want to connect HDMI-compatible equipment 
using only an HDMI-certifi ed cable, set "Audio Select" to 
"HDMI(Digital)".

•

•

PC Compatibility Chart
It is necessary to set the PC correctly to display XGA 
and WXGA signal. 

VGA and XGA are registered trademarks of International 
Business Machines Corp.

31.5 kHz

31.5 kHz

37.9 kHz

37.5 kHz

35.1 kHz

37.9 kHz

48.1 kHz

46.9 kHz

48.4 kHz

56.5 kHz

60.0 kHz

47.7 kHz

640 x 480

720 x 400

VGA

800 x 600SVGA

XGA 1024 x 768

WXGA 1360 x 768

70 Hz

60 Hz

72 Hz

75 Hz

56 Hz

60 Hz

72 Hz

75 Hz

60 Hz

70 Hz

75 Hz

60 Hz

O

O

O

O

O

O

O

O

O

O

O

64.0 kHzSXGA 1280 x 1024 60 Hz O

65.3 kHzSXGA+ 1400 x 1050 60 Hz O

75.0 kHzUXGA 1600 x 1200 60 Hz

67.5 kHz1080p 1920 x 1080 60 Hz

O

Horizontal 
Frequency

VESA 
StandardResolution Vertical 

Frequency
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• The TV can be controlled from a PC, control panels 
and other devices using the RS-232C or IP.

• Use a cross-type RS-232C cable, ETHERNET cable 
(commercially available) or wireless LAN for the 
connections.

This operation system should be used by a person who is 
accustomed to using computers.

■ Communication conditions for IP
Connect to the TV with the following settings made for 
IP on the PC.

IP protocol: TCP/IP

Host IP address: Set the IP address on the TV menu

Service: None (Do not select Telnet or SSH)

TCP port#: Set a port number on the TV menu 
(Control port)

When you set your ID and password on the TV menu, 
you need to enter them as soon as you connect to the 
TV.

The connection will be cut off when there has been no 
communication for 3 minutes.

IP Control Setup
Example

Menu

EZ Setup

Internet Setup

Language

DivX
®

Setup

Broadcasting Setup

Initial Setup

Initial
Setup

[English]

1 Press MENU to display the MENU screen, and then 
press c/d to select "Initial Setup".

2 Press a/b to select "Internet Setup", and then 
press ENTER.

3 Press a/b to select "Network Setup", and then 
press ENTER.

4 Press a/b to select "IP Control Setup", and then 
press ENTER.

5 Press c/d to select "Change", and then press 
ENTER.

6 To use IP Control, press c/d to select "Enable", 
and then press ENTER.

7 Set the device name.

8 Set your login ID and password.

9 Set the port to use with IP Control.

10 Confi rm the settings, and then press "OK".

•

•

■ Communication conditions for RS-232C
Set the RS-232C communication settings on the PC to 
match the TV's communication conditions.
The TV's communication settings are as follows:

Baud rate: 9,600 bps

Data length: 8 bits

Parity bit: None

Stop bit: 1 bit

Flow control: None

■ Communication procedure 
Send the control commands from the PC via the RS-
232C or IP.
The TV operates according to the received command 
and sends a response message to the PC.
Do not send multiple commands at the same time. 
Wait until the PC receives the OK response before 
sending the next command.

■ Command format
Eight ASCII codes e CR

Command 4-digits Parameter 4-digits Return code

C1 C2 C3 C4 P1 P2 P3 P4

Command 4-digits: Command. The text of four characters.
Parameter 4-digits: Parameter 0–9, x, blank, ?

■ Parameter
Input the parameter values, aligning left, and fi ll with 
blank(s) for the remainder. (Be sure that 4 values are 
input for the parameter.)
When the input parameter is not within an adjustable 
range, “ERR” returns. (Refer to “Response code format”.)
Any numerical value can replace the “x” on the table.

a 3 0

0 0 0 9

0

? ? ? ?

?

When “?” is input for some 
commands, the 
present setting 
value responds.

■ Response code format
Normal response

Return code (0DH) Return code (0DH)

Problem response (communication 
error or incorrect command)

O K
E R R

Control of the TV

Using a PC
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■ Command table
• Commands not indicated here are not guaranteed to operate.

CONTROL ITEM COMMAND PARAMETER CONTROL CONTENTS

POWER ON COMMAND SETTING

POWER SETTING

The Power On command rejected.

It input-switches by the toggle. (It is the same as an input change key)

It input-switches to TV. (A channel remains as it is. (Last memory))

Although it can choose now, it is toggle operation in inside.

The screen position variable ranges depend on the View Mode or the 

signal type. The ranges can be seen on the position-setting screen.

0: Although it can choose now, it is toggle operation in inside.

1: Only available when 4:3 signal is being input.
5, 6: Only available when 4:3 signal is being input.

8: [PC] Available except when UXGA is being input. 

    [AV] Only available when 1080i/p is being input.

9: Only available when 720p is being input.

10, 11: Available when USB-Video, DLNA-Video or Internet application is used.

(Toggle)

0: (Toggle), 1:  STANDARD, 2: MOVIE , 3: GAME, 

4: USER, 5: DYNAMIC (Fixed), 6: DYNAMIC, 7: PC, 

8: x.v. Color, 14: STANDARD (3D), 15: MOVIE (3D), 

16: GAME (3D), 100: AUTO

Volume (0–60)

Only PC mode. (0–180)

Only PC mode. (0–40)

0: (Toggle) [AV], 1: Side Bar [AV], 2: S.Stretch [AV]

3: Zoom [AV], 4: Stretch [AV], 5: Normal [PC]

6: Zoom [PC], 7: Stretch [PC], 

8: Dot by Dot [PC] [AV], 9: Full Screen [AV]

10: Auto [USB-Video, DLNA-Video or Internet applications],

11: Original [USB-Video, DLNA-Video or Internet applications]

An input change is included if it is not TV display.
In Air, 2–69ch is effective.
In Cable, 1–135ch is effective.

If it is not TV display, it will input-switch to TV. (same function as CH )

If it is not TV display, it will input-switch to TV. (same function as CH )

Toggle operation of a closed caption.

0: (Toggle), 1: Normal, 2: Off, 4: 3D Hall, 5: 3D Movie, 

6: 3D Standard

0: Off, 1: OFF TIMER – 30 MIN., 2: OFF TIMER – 60 MIN., 
3: OFF TIMER – 90 MIN., 4: OFF TIMER – 120 MIN.

The channel number of TV

The channel number of TV +1

The channel number of TV –1

(Toggle)

(1–135)

R S P W

I T G D

I T V D

I A V D

INPUT SELECTION TOGGLE

AV MODE SELECTION

VOLUME

POSITION

VIEW MODE

SURROUND

SLEEP TIMER

CHANNEL

CC

DIRECT

(ANALOG)

(DIGITAL)

CH UP

CH DOWN

CHANNEL

H-POSITIONH-POSITION

V-POSITION

CLOCK

PHASE

A V M D

V O L M

H P O S

V P O S

C L C K

P H S E

A C S U

O F T M

D C C H

C H U P

C H D W

C L C P

W I D E

0

x

0

*

*

*

*

*

*

*

*

*

*

x

x

x

*

*

_

_

_

_

_

_

*

*

*

*

*

_

_

_

_

_

*

_

_

_

_

_

_

*

*

*

*

_

_

_

_

_

_

_

DIGITAL Air (Two-Part numbers, 2-digit plus 2-digit)(0100-9999)

(1-999)

(0-999)

(0-9999)

(0-6383)

DIGITAL Cable (Two-Part numbers, 3-digit plus 3-digit)

DIGITAL Cable (Two-Part numbers, 3-digit plus 3-digit)

Front half of DIGITAL CABLE CHANNEL NO. (Designate major channel)

Rear half of DIGITAL CABLE CHANNEL NO. (Designate minor channel)

DIRECT

CHANNEL
D A 2 P * * * *

D C 2 U * * * _

D C 2 L * * * _

DIGITAL Cable (One-Part numbers, 5-digit, less than 10,000)D C 1 0 * * * *

DIGITAL Cable (One-Part numbers, 5-digit, more than 10,000)D C 1 1 * * * *

_

_

_

The device name set in "IP Control Setup" is displayed.DEVICE NAME T V N M 1 _ _ _

The model name of the TVMODEL NAME M N R D 1 _ _ _

The current version of the TV software is displayed.SOFTWARE VERSION S W V N 1 _ _ _

The currently supported version of IP protocol is displayed.IP PROTOCOL VERSION I P P V 1 _ _ _

_

(Toggle)AUDIO SELECTION A C H A x _ _ _

_

0: (Toggle), 1: On, 2: OffMUTE M U T E * _ _ _

_

_

_

_

_

_

_ Off

The Power On command accepted.1 _ _ _ On [RS-232C]

The Power On command accepted.

When the power is in standby mode, commands also go to waiting status 

and so power consumption is just about the same as usual. With the 

commands in waiting status, the Center Icon Illumination on the front of the 

TV lights up.

2 _ _ _ On [IP]

Power On1 _ _ _ Power On

It shifts to standby.P O W R 0 _ _ _ Power Off

_

_

_

_

TV

1-7

3D 0: 3D Off

1: 2D➝3D

2: SBS

3: TAB

4: 3D➝2D (SBS)

5: 3D➝2D (TAB)

6: 3D auto

7: 2D auto

T D C H * _ _ _

1: HDMI 1, 2: HDMI 2, 3: HDMI 3, 4: HDMI 4, 

5: COMPONENT, 6: VIDEO 1, 7: VIDEO 2

If an underbar (_) appears in the parameter column, enter a space.
If an asterisk (*) appears, enter a value in the range indicated in brackets under CONTROL CONTENTS.
Any numerical value can replace the “x” on the table.

•
•
•

Using a PC
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Using the Internet

By connecting your TV to a broadband system, you can access the Internet from the TV.
Display the latest Internet information and access a range of useful information for AQUOS users from the 
original home page*.
Use "AQUOS ADVANTAGE LIVE" to obtain the latest software and receive online user support.
You can enjoy a variety of streaming content and Internet applications.

You may not be able to view 3D images when accessing the Internet.

About the original home page
The original home page is a website set up specifi cally for AQUOS owners. 
The website is worth visiting as it provides a range of useful information, including tips on using your AQUOS 
and a frequently asked questions section.

Connecting to the Internet

To connect your TV to the Internet, you must have a broadband Internet connection.
If you do not have a broadband Internet connection, consult the store where you purchased your TV or ask your 
Internet service provider or telephone company.
When an Internet connection is made, an Ethernet and wireless connection cannot be used at the same time. 
Use only one of the connection types. (See page 68.)

Using an ETHERNET cable
Use an ETHERNET cable (commercially available) to connect the ETHERNET terminal on the TV to your broadband 
router (commercially available).

ETHERNET cable

InternetModem

PC

LAN

Broadband router

•

•
•

•

*
•
•

•
•

•
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Using the wireless LAN
This TV is equipped with a wireless LAN function.
For a wireless LAN connection, you must use "Wireless Setup" to connect the access point and TV. (See page 68.)

InternetModem

PC
Wireless LAN router/

access point

This TV has a built-in wireless LAN function. Using a separate wireless USB LAN adapter may result in radio communications 

that do not comply with regulations on radio communications. Therefore, do not use a separate wireless LAN adapter.

This TV has received the following certifi cations.

- Wi-Fi CERTIFIED™ (certifi cation program from the Wi-Fi Alliance
®

)

- Wi-Fi Protected Setup™ (certifi cation program from the Wi-Fi Alliance
®

)

Operations cannot be guaranteed when used with access points that do not have Wi-Fi
®
 certifi cation.

A wireless LAN router/access point is required to connect the TV to the Internet using a wireless LAN. See the operation 

manual of your access point for setup.

If your access point is set to a stealth mode (that prevents detection by other devices), you may not be able to establish a 

connection. In this case, disable the stealth mode on the access point.

A wireless LAN connection and performance cannot be guaranteed for all residential environments. In the following cases, the 

wireless LAN signal may be poor or drop, or the connection speed may become slower.

- When used in buildings made with concrete, reinforced steel, or metal

- When placed near objects that obstruct the signal

- When used with other wireless devices that emit the same frequency

- When used in the vicinity of microwave ovens and other devices that emit a magnetic fi eld, electrostatic charge, or 

electromagnetic interference

When there is signifi cant interference in the 2.4-GHz frequency (such as from other wireless LAN devices, Bluetooth
®
 devices, 

2.4-GHz cordless telephones, and microwave ovens), it is recommended that you use a wireless LAN router/access point that 

supports IEEE802.11a/n (5 GHz) and set the access point to transmit at 5 GHz. For setup details, see the operation manual of 

your access point.

For users outside the United States, be sure to select your country before using the wireless LAN function. (See page 69.)

A stable connection speed is required to play back streaming content. Use an Ethernet connection if the wireless LAN speed 

is unstable.

Before transferring to a third party or disposal, be sure to initialize the wireless LAN settings.

Please follow the legislation in your country when using the wireless LAN outdoors.

•

•

•

•

•

•

•

•

•

•

•

Using the Internet
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Internet Setup

Example

Menu

EZ Setup

Internet Setup

Language

DivX
®

Setup

Broadcasting Setup

Initial Setup

Initial
Setup

[English]

Connection Type

1 Press MENU to display the MENU screen, and then 
press c/d to select "Initial Setup".

2 Press a/b to select "Internet Setup", and then 
press ENTER.

3 Press a/b to select "Network Setup", and then 
press ENTER.

4 Press a/b to select "Connection Type", and then 
press ENTER.

5 Press c/d to select "Wired" or "Wireless", and 
then press ENTER.

If you select "Wired", the signal is detected and setup 
is performed automatically. Use "IP Setup" to check 
and change the settings as necessary. (See page 69.)
If you select "Wireless", use "Wireless Setup" to 
confi gure the access point settings. 

Wireless Setup
If your access point supports Wi-Fi Protected Setup 
(WPS), it is recommended that you use this function 
for the wireless connection. You can press the WPS 
button on the access point to confi gure the settings 
automatically.

The name of the WPS button function may differ depending 

on the access point. See the operation manual of the 

access point for details.

1 Confi rm the current settings in "Connection Type".
If "Wired" is selected, press c/d to select "Wireless".

2 Press a/b to select "Wireless Setup", and then 
press ENTER.

Confi rm the settings. If each setting item is correct, 
press MENU to exit.
If you are confi guring the wireless setup for the fi rst 
time or changing the settings, go to step 3.

3 Press c/d to select "Change", and then press 
ENTER.

4 Press a/b to select "WPS", and then press 
ENTER.

To select and register an access point manually, select 
"Search" or "Manual Setup" and make the necessary 
settings.

•

•

•

•

•

•

•

5 Press a/b to select "Push button", and then press 
ENTER.

To confi gure the setting via PC, select "PIN code". 
Follow the on-screen instructions and the operation 
manual of the access point to confi gure the settings.

6 Select "Next" to complete the settings. 
The connection process starts and the WPS button on 
the access point can be pressed.

7 Press the WPS button on the access point.
Pressing the WPS button displays a confi rmation 
screen. Please wait until a connection is established.

8 When a connection is established, the connection 

details are displayed. Press ENTER.

Interactive Service
If you do not want other people to connect to the 
Internet in your absence, you can make settings to 
keep the TV away from the Internet.

1 Press MENU to display the MENU screen, and then 
press c/d to select “Initial Setup”.

2 Press a/b to select “Internet Setup”, and then 
press ENTER.

3 Press a/b to select “Interactive Service”, and then 
press ENTER.

Input the 4-digit secret number by using 0-9.

4 Press c/d to select “No”, and then press ENTER.
If you want to allow Internet connection, select “Yes”, 

and then press ENTER.

5 Press MENU to exit.

Checking Your Internet Connection
1 Press APPS to display the application window.

2 Press a/b/c/d to select "AQUOS NET" and then 
press ENTER.

If " " is displayed after you connect to the Internet, 
check your TV's network settings and connection.
You can also display the AQUOS NET screen by 
pressing FAV APP on the remote control unit. See 
page 36 for details on the FAV APP key Assign 
function.

3 Press APPS and select "AQUOS NET" once or 
twice to switch to the TV + Web or Web screen.

When the original home page appears, now you are 
connected to the Internet.

If you have failed to connect to the Internet in the above 

operation, then an error message will appear. In this case, 

press EXIT to return to the normal TV screen and check 

the relevant settings (see page 69).

If you still cannot connect to the Internet, please consult 

your Internet service provider or telephone company.

•

•

•

•

•

•

•

•

•

•

Using the Internet
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Using the Internet

If you cannot connect to the Internet
Perform the procedures below to check your TV's 
network settings.

IP Setup

1 Press EXIT to display the normal TV screen.

2 Press MENU to display the MENU screen, and then 
press c/d to select “Initial Setup”.

3 Press a/b to select “Internet Setup”, and then 
press ENTER.

4 Press a/b to select “Network Setup”, and then 
press ENTER.

5 Press a/b to select “IP Setup”, and then press 
ENTER.

Check that numbers are displayed for each setting.
If there are any settings without numbers, specify the 
numbers by following the on-screen instructions.
For information on how to enter text, see page 70.

Example

InitializeChange

IP Address : Auto Setup

Netmask : Auto Setup

Gateway : Auto Setup

DNS : Auto Setup

Proxy : No Use

MAC Address : XX:XX:XX:XX:XX:XX

Setting IP information

[Current Setup]

6 Press MENU to exit.

Setting the Country

1 Repeat steps 1 to 4 in IP Setup.

2 Press a/b to select "Country", and then press 
ENTER.

3 Press a/b to select "US", "Canada", "Mexico" or 
"Others", and then press ENTER.

If you select “Others”, you need to set the desired area.

4 Press MENU to exit.

Setting the Zip Code

1 Repeat steps 1 to 4 in IP Setup.

2 Press a/b to select “Zip Code”, and then press 
ENTER. After “Change” is highlighted, press 
ENTER again.

3 Enter your zip code.
Use 0-9 on the remote control unit, or use the software 
keyboard.

4 After “Complete” is highlighted, press ENTER.

5 Press MENU to exit.

•
•

•

•

•

Displaying Updated Information and 
Support Service

This function can be used to display up-to-date 
information on the original home page and allow you to 
receive support service over the network.

Original Home Page
1 Press APPS to display the application window.

2 Press c/d to select "AQUOS NET" and then press 
ENTER.

You can also display the original home page by 
pressing FAV APP on the remote control unit. See 
page 36 for details on the FAV APP key Assign 
function.
Each time you select "AQUOS NET" from the 
application window or press FAV APP, the screen 
image toggles as shown below:
TV+Web      Web      TV

When you are not connected to the Internet, a network 
function explanation screen is displayed.
The services displayed vary depending on circumstances.

3 Press a/b/c/d to select a title, and then press 

ENTER.

The service details vary depending on circumstances.

4 Press EXIT to return to the normal TV screen.

Web page appearances may differ depending on the type 
of screen (TV+Web or Web).
When displaying TV+Web with a channel in which the 
V-Chip is enabled, the cursor keys on the remote control 

unit do not function.

AQUOS Advantage Live
1 Press APPS to display the application window.

2 Press c/dto select “AQUOS ADVANTAGE LIVE”, 
and then press ENTER.

You can also display the AQUOS ADVANTAGE LIVE 
screen by pressing FAV APP on the remote control 
unit. See page 36 for details on the FAV APP Key 
Assign function.

3 Press a/b/c/d to select the desired service.

4 Press EXIT to return to the normal TV screen.

The display may change as a result of a software update.

•

•

•

•

•

•

•

•
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Entering Text (Software Keyboard)

When you are editing an input screen or specifying the 
Ethernet settings used for accessing the Internet, enter 
text from the software keyboard.

You can enter up to 128 characters for text.•

Buttons Description

a
Moves the focus up. When the focus is at the top edge, this moves the focus to 

the opposite edge (bottom edge). 

b
Moves the focus down. When the focus is at the bottom edge, this moves the 

focus to the opposite edge (top edge). 

c

Moves the focus left. When the focus is at the left edge, this moves the focus to 

the opposite edge (right edge).

When the focus is on “Character Set”, this selects the character type (moving 

backwards).

When the focus is in an input box, this moves the cursor in the input box to the left. 

d

Moves the focus right. When the focus is at the right edge, this moves the focus to 

the opposite edge (left edge).

When the focus is on “Character Set”, this selects the character type (moving 

forwards).

When the focus is in an input box, this moves the cursor in the input box to the 

right.

ENTER Performs the processing for the button currently in the focus. 

EXIT
Closes the software keyboard without applying the original input elements for the 

entered text.

Erases the text in the input box where the cursor is currently located. 

RETURN When the cursor is at the end of a sentence, this acts as a backspace. 

0-9 Directly enters the single-byte number for that button.

A (red) Directly enters prediction candidate 1. 

B (green) Directly enters prediction candidate 2.

C (blue) Directly enters prediction candidate 3.

D (yellow) Enters a space. 

Caps Off/Caps On/Caps Lock
If “alphabet” is selected in “Character Set”, this switches 
characters between uppercase and lowercase.
Each time you press ENTER, the character type switches as 
shown below:
Caps Off: all the characters are lowercased
Caps On: only the fi rst character is uppercased
Caps Lock: all the characters are uppercased

Done
Applies the entered information and closes the software 
keyboard.

Quit
Closes the software keyboard without applying the entered 
information.

You can also close the software keyboard by pressing 
EXIT on the remote control unit.

Displays the icon “ ”, indicating that a new line has been 
inserted.

Clear
Erases the character string.

When the cursor is somewhere in a line: the character 
string to the right of the cursor will be erased.
When the cursor is at the right end of a line: the entire line 
will be erased.

Delete
If the cursor is at the right end of a line, this erases text one 
character at a time.

You can also delete text by pressing RETURN on the 
remote control unit.

•

•

•

•

Using the Internet

The text you enter is displayed as you type it in. 
To move the cursor (the current input position), use 
“ ” or “ ” on the software keyboard.

Press c/d to select the type of characters entered: 
alphabet, number or sign.
(The selectable types depend on the input source.)

While you are entering text, likely input conversion candidates 
are displayed based on what you typed in.

You can also enter text by pressing A, B or C on the remote 
control unit.

•

Enters a space.
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ENTER, a/b/c/d
• Press a/b/c/d to select a link that you want to jump, 

and then press ENTER.

EXIT
• Press the button to return to the TV screen.

RETURN
• Press the button to return to the previous page.

Example : The image shown below, which is only for 
explanation, is subject to change.

About links
Web pages on the Internet often include “links” that 
allow you to jump to other web pages (or sites).
“Links” can take various forms, including words 
or images, but they always work in the same way 
letting you jump to the link destination when you 
select them.
Selected items (such as links of text input fi elds) are 
enclosed in a yellow frame.
You can jump from a “link” to the corresponding link 
destination.

CAUTION
If the power is cut due to a power failure or the TV being 

unplugged while you are using the Internet, information 

such as bookmarks or cookies may not be saved correctly.

When a security notifi cation window is displayed:

Press ENTER to close the window.

This window appears when you visit a web page that has 
security protection, or when you move from a protected 
page to an unprotected page.
In “Security Settings” you can set whether or not this 
window is displayed. (See page 74.)

When a cookie confi rmation window appears:

Choose whether or not to accept the cookie (see page 74), 

and then press ENTER.

In “Cookies” settings you can set whether or not this 
window is displayed. You can also opt to delete all the 
cookies at once. (See page 74.)

To users who access the Internet from a PC
When you access the Internet from this TV, the 
procedures may not be the same as regular 
browser-based access on a PC.
You cannot download fi les.
You cannot view a history of the pages you have 
visited.
You cannot change the startup page displayed 
when you start AQUOS Net.
Pop-up windows appear in separate tabs.
On some pages, video and audio cannot be 
played, and text or images may not be displayed 
correctly.

•

•
•

•

•
•

•

•

•

•

•

•

•

•

•

When “z” is displayed in a page:
The page failed to load successfully, or it contains images 

with formats that cannot be displayed on the TV. Try 

reloading the page by selecting “ ” (see page 72) in the 
toolbar.

•

Using the Internet

Photo PlayerPhoto Player

:Tool:Tool :Scroll:ScrollAQUOSAQUOS Co n s ole

Click  this  bu t ton  to  go  to  AQUOS  Network.

Page  1
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LegalLegal

AQUOSAQUOS CenterAQUOSAQUOS  NetworkNetwork What’s NewWhat’s New

Feaeat ured Cured Content

SportsSports

EntertainmentEntertainment

AQUOSGalleryallery

CO
NS

OL
E

MondayMondayTodayToday WednesdayWednesdayTuesdayTuesday

AQUARIUSAQUARIUSGEMINIGEMINI PISCESPISCESARIESARIES

D

Pages with security protection are 

clearly shown as such.

If content on a page is continued on another page, 

directions to that page are shown clearly.

You can use a/b/c/d to go to the continuation of a 

page.

Where there is link text or a link image in the 

direction pressed, the text or image is selected fi rst. 

If this happens, press the same direction button 

several times.

•

Tab
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Using the Toolbar
You can use the toolbar to control the browser and to 
specify settings.

1 Press D on the remote control unit to display the 
toolbar.

2 Press c/d to select a function, and then press 
ENTER.

Selected item Description

Displays the linked page in a new tab.

Displays the Tab menu.

Returns to the previous page.

Goes back to the original page when you 
have viewed the previous page.

Refreshes the page.
Interrupts a page while it is loading.

Displays the original home page.

Select this to open a bookmark.

Adds the current page to your bookmarks.

Displays the Browser menu.

Using Tabs
You can use tabs to view up to 3 web pages at the 
same time. Each page appears in a separate tab, and 
you can switch between the tabs.

1 Press B on the remote control unit to display the 
Tab menu.

You can also display the Tab menu by clicking “ ” in 
the toolbar.

Selected item Description

Select This Displays the web page in the 
selected tab.

Close This Tab Closes the selected tab.
You can also press C on the 
remote control unit to close a 
tab.

•

Close Other Tabs Closes the other (unselected) tabs.

Create New Tab Creates a new tab.
You can also press A on the 
remote control unit to create a 
tab.

•

2 Press c/d to select a tab.

3 Press a/b to select the item you want to use, and 
then press ENTER.

•

Using the Internet
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Saving the URL of the Current Page
Adding a web page to your bookmarks allows you to 
return to that page later by simply selecting it from your 
list of bookmarks.

1 Display the page that you want to bookmark.

2 Press D on the remote control unit to display the 
toolbar.

3 Press c/d to select “ ” in the toolbar, and then 
press ENTER.

4 Select “Yes”, and then press ENTER.
The page is added to your bookmarks.

Opening a Bookmarked Page

1 Press D on the remote control unit to display the 
toolbar.

2 Press c/d to select “ ” in the toolbar, and then 
press ENTER.

Your bookmarks list is displayed.

3 Press a/b/c/d to select the page you want to 
access, and then press ENTER.

The selected page is displayed.
If you have bookmarked 11 or more web pages, press 

c/d to scroll through your bookmarks list. 

When opening a bookmark in a new tab:
1 Press A instead of ENTER.

The Bookmarks menu appears.

2 Select “Open in New Tab”, and then press 
ENTER.

•

•

•
•

•

Editing Bookmarks
You can rearrange or delete the  bookmarks.

Switching between the URL and title name

1 Press D on the remote control unit to display the 
toolbar.

2 Press c/d to select “ ” in the toolbar, and then 
press ENTER.

Your bookmarks list is displayed.

3 Press a/b to select the title you want to edit from 
the bookmarks list, and then press A on the remote 
control unit.

The Bookmarks menu appears.

4 Select “Display by Address” or “Display by Title” in 
the Bookmarks menu, and then press ENTER.

Rearranging displayed items

1 Press D on the remote control unit to display the 
toolbar.

2 Press c/d to select “ ” in the toolbar, and then 
press ENTER.

Your bookmarks list is displayed.

3 Press a/b to select the title you want to display 
in a different position from the bookmarks list, and 

then press A on the remote control unit.

The Bookmarks menu appears.

4 Press a/b to select “Move Up” or “Move Down”, 
and then press ENTER.

Deleting bookmarks

1 Press D on the remote control unit to display the 
toolbar.

2 Press c/d to select “ ” in the toolbar, and then 
press ENTER.

Your bookmarks list is displayed.

3 Press a/b to select the title you want to delete, 
and then press A on the remote control unit.

The Bookmarks menu appears.

4 Press a/b to select “Delete”, and then press 
ENTER.

To delete all the bookmarks, select “Delete All”.

5 Press c/d to select “Yes”, and then press 
ENTER.

■

•

•

■

•

•

■

•

•

•

Using the Internet
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Browser Settings
You can check or modify your browser settings from 
the Browser menu. 
The Browser menu includes a display settings menu 
and a security settings menu.

1 Press D to display the toolbar.

2 Press c/d to select “ ” in the toolbar, and then 
press ENTER.

3 Press c/d to select the settings menu you want to 
access.

4 Press a/b to select and confi rm the item you want 
to set.

5 Press a/b/c/d to specify the required setting, 
and then press ENTER.

6 Press D to exit.

View Settings
Zoom In/Out:

Zoom in: Displays content enlarged to 200%.

Normal: Displays content at 100%.

Zoom out: Displays content reduced to 75%.

Encoding: Selects the desired encoding from the list below:

Western (ISO-8859-1)/Unicode (UTF-8)
Page Information: Displays information about the currently 

displayed page.

Reset:
Yes: Resets the browser settings.

No: Does not reset the browser settings.

“Reset” does not reset the certifi cation enable/disable and 

Encoding settings.

•

Security Settings
Security:

Save Setting: If you select this option, a message is 

displayed when you move from a protected page to an 

unprotected page.

To change this setting, remove the tick, select “Save 

Setting” and then press ENTER.

Root Certifi cates/CA Certifi cates: Displays the list of 

certifi cates. To disable a certifi cate, select the certifi cate 

to be disabled and press A to display the sub-menu. 

Select “Disable”, and then press ENTER.

Disabled certifi cates are shown unticked in the 

certifi cate list screen.

Cookies:
Accept all: Select this option to accept all cookies.

Reject all: Select this option when you do not want to 

accept cookies.

Prompt before accepting: When you open a page 

that uses cookies, this option displays a confi rmation 

message.

Delete All Cookies: Deletes all your cookies.

Server Certifi cates: Displays certifi cates for the connected 

server.

Browser Information: Displays browser information.

• This product contains NetFront Browser of 
ACCESS CO., LTD.

• ACCESS, the ACCESS logo and NetFront 
are registered trademarks or trademarks of 
ACCESS CO., LTD. in the United States, 
Japan and/or other countries.

  © 2009 ACCESS CO., LTD. All rights 
reserved.

• This software is based in part on the work of 
the Independent JPEG Group.

•

Using the Internet
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Using Applications via the Internet
By connecting the TV to the Internet, you can enjoy a 
variety of broadband content, including videos, movies, 
music, photos, and games.

Please check that the most current software is 
loaded on TV by selecting "Auto Update Setting" on 
"Software Update" (see page 39) or by visiting 
http://www.sharpusa.com/products/support/

to check for a download of the newest software version.

1 Press APPS to display the application window.

Example

APP1 APP2 APP3

2 Press a/b/c/d to select the desired application, 
and then press ENTER.

If " " is displayed after you connect to the Internet, 
check your TV's network settings and connection.
When using this TV to access an Internet application 
for the fi rst time, the Disclaimer appears on the screen. 
Press a/b to select "Agree", and then press ENTER.
(You must select "Agree" to use the application.)
Additional applications will be available in the future.

3 The screen for the selected application is displayed. 

Follow the on-screen instructions for each 

application.

Check the web site of the provider for details on setup 
and use of the functions.

These applications are provided by content providers. The 
available applications vary depending on your country or 
region.
The delivery speed of applications varies depending on 
the network speed. Check the web site of the provider for 
details on application setup and other information.

•

•

•

•

•

•

Example

Menu

Identification

Software Update

Digital Caption Info.

Netflix Help

Vudu Help

Information

Information

Deactivating Netfl ix Function
1 Press MENU to display the menu screen.

2 Press c/d to select "Information", and then press 
ENTER.

3 Press a/b to select "Netfl ix Help", and then press 
ENTER.

4 Press c/d to select "Deactivate", and then press 
ENTER.

To confi rm the Netfl ix status, check the information 
displayed on the screen and click "OK".

Deactivating the VUDU Function
1 Press MENU to display the menu screen.

2 Press c/d to select "Information", and then press 

ENTER.

3 Press a/b to select "Vudu Help", and then press 

ENTER.

4 Press c/d to select "Yes", and then press 

ENTER.

•
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DISCLAIMERS
This Sharp device facilitates the access to content and services provided by third parties. The content and 
services accessible via this device belong to and may be proprietary to third parties. Therefore, any use of such 
third party content and services must be in accordance with any authorization or terms of use provided by 
such content or service provider. Sharp shall not be liable to you or any third party for your failure to abide by 
such authorization or terms of use. Unless otherwise specifi cally authorized by the applicable content or service 
provider, all third party content and services provided are for personal and non-commercial use; you may not 
modify, copy, distribute, transmit, display, perform, reproduce, upload, publish, license, create derivative works 
from, transfer or sell in any manner or medium any content or services available via this device.

Sharp is not responsible, nor liable, for customer service-related issues related to the third party content or 
services. Any questions, comments or service-related inquiries relating to the third party content or service 
should be made directly to the applicable content or service provider.

You may not be able to access content or services from the device for a variety of reasons which may be 
unrelated to the device itself, including, but not limited to, power failure, other Internet connection, or failure to 
confi gure your device properly. Sharp, its directors, offi cers, employees, agents, contractors and affi liates shall 
not be liable to you or any third party with respect to such failures or maintenance outages, regardless of cause 
or whether or not it could have been avoided.

ALL THIRD PARTY CONTENT OR SERVICES ACCESSIBLE VIA THIS DEVICE IS PROVIDED TO YOU 
ON AN “AS-IS” AND “AS AVAILABLE” BASIS AND SHARP AND ITS AFFILIATES MAKE NO WARRANTY 
OR REPRESENTATION OF ANY KIND TO YOU, EITHER EXPRESS OR IMPLIED, INCLUDING, WITHOUT 
LIMITATION, ANY WARRANTIES OF MERCHANTABILITY, NON-INFRINGEMENT, FITNESS FOR A PARTICULAR 
PURPOSE OR ANY WARRANTIES OF SUITABILITY, AVAILABILITY, ACCURACY, COMPLETENESS, SECURITY, 
TITLE, USEFULNESS, LACK OF NEGLIGENCE OR ERROR-FREE OR UNINTERRUPTED OPERATION OR USE 
OF THE CONTENT OR SERVICES PROVIDED TO YOU OR THAT THE CONTENT OR SERVICES WILL MEET 
YOUR REQUIREMENTS OR EXPECTATIONS.

SHARP IS NOT AN AGENT OF AND ASSUMES NO RESPONSIBILITY FOR THE ACTS OR OMISSIONS OF 
THIRD PARTY CONTENT OR SERVICE PROVIDERS, NOR ANY ASPECT OF THE CONTENT OR SERVICE 
RELATED TO SUCH THIRD PARTY PROVIDERS.

IN NO EVENT WILL SHARP AND/OR ITS AFFILIATES BE LIABLE TO YOU OR ANY THIRD PARTY FOR ANY 
DIRECT, INDIRECT, SPECIAL, INCIDENTAL, PUNITIVE, CONSEQUENTIAL OR OTHER DAMAGES, WHETHER 
THE THEORY OF LIABILITY IS BASED ON CONTRACT, TORT, NEGLIGENCE, BREACH OF WARRANTY, 
STRICT LIABILITY OR OTHERWISE AND WHETHER OR NOT SHARP AND/OR ITS AFFILIATES HAVE BEEN 
ADVISED OF THE POSSIBILITY OF SUCH DAMAGES.
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Appendix

Removing the Stand
• Before detaching (or attaching) the stand, unplug the AC cord.

CAUTION

• Do not remove the stand from the TV unless using an optional wall mount bracket to mount it.

LC-40LE835U/LC-46LE835U/LC-52LE835U
Before attaching/detaching the stand
• Before performing work, make sure to turn off the TV.
• Before performing work spread cushioning over the base area to lay the TV on. This will prevent it from being 

damaged.

2

1 1

Loosen the screw used to secure the stand cover 
and remove the cover.

1 Unfasten the four screws used to secure the 
stand in place. 

2 Detach the stand from the TV. (Hold the stand so 
it will not drop from the edge of the base area.)

1 2 LC-40LE835U
LC-46LE835U
LC-52LE835U

• To attach the stand, perform the above steps in reverse order.

LC-60LE835U
Before attaching/detaching the stand
• Before performing work, make sure to turn off the TV.

Unfasten the four screws used to 
secure the stand in place. 

Detach the stand from the TV.

1 32

1 Loosen the screw used to 
secure the stand cover.

2 Remove the cover.

2

1

• To attach the stand, perform the above steps in reverse order.

■

■
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Optional Accessories
The listed optional accessories are available for the Liquid 
Crystal Television. Please purchase them at your nearest 
shop.
• Additional optional accessories may be available in the near 

future. When purchasing, please read the newest catalogue for 
compatibility and check the availability.

Part name Model number
Wall mount 
bracket

AN-37AG2 (for LC-40LE835U)

Attachment AN-37P30 (for LC-40LE835U)

Wall mount 
bracket

AN-52AG4 (for LC-46LE835U/
LC-52LE835U/LC-60LE835U)

3D Glasses AN-3DG10-S
AN-3DG10-R
AN-3DG10-A
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• Detach the cable tie on the rear of the TV when using the optional mount 
bracket.

• Due to the terminal confi guration on this TV, when you wall-mount this 
model, make sure there is enough space between the wall and the TV for 
the cables.

• To use this TV mounted on a wall, remove the AC cord holder and the 
covers at the 4 locations on the rear of the TV, and then use the screws 
supplied with the wall mount bracket to secure the bracket to the rear of 
the TV.

2

1

1

2

1

1

Setting the TV on the Wall

CAUTION

LC-40LE835U
• This TV should be mounted on the wall with both the AN-37AG2 (SHARP) wall mount bracket and the AN-37P30 

(SHARP) attachment of the wall mount bracket. The TV cannot be mounted when with only the AN-37AG2 wall 
mount bracket. The use of other wall mount brackets may result in an unstable installation and may cause 
serious injuries.

LC-46LE835U/LC-52LE835U/LC-60LE835U
• This TV should be mounted on the wall only with the wall mount bracket AN-52AG4 (SHARP). The use of other 

wall mount brackets may result in an unstable installation and may cause serious injuries.
• Installing the TV requires special skill that should only be performed by qualifi ed service personnel. Customers 

should not attempt to do the work themselves. SHARP bears no responsibility for improper mounting or 
mounting that results in accident or injury.

Using an optional bracket to mount the TV
• You can ask a qualifi ed service professional about using an optional AN-37AG2+AN-37P30 or AN-52AG4 bracket to 

mount the TV on the wall.
• Carefully read the instructions that come with the bracket before beginning work.

Appendix

Hanging on the wall
AN-37AG2+AN-37P30 or AN-52AG4 wall
mount bracket.
(See the bracket instructions for details.)

About setting the TV angle

Vertical mounting Angular mounting

LC-40/46/52LE835U

0/5/10/15/20°

LC-60LE835U

0/5/10°

AN-37AG2 + AN-37P30
LC-40LE835U
• The center of the display:

1/32 inch (0.5 mm) above the “A” position.

AN-52AG4
LC-46LE835U
• The center of the display:

3/32 inch (2.0 mm) under the “b” position.

LC-52LE835U
• The center of the display:

9/32 inch (7.0 mm) under the “b” position.

LC-60LE835U
• The “e” position is at the center of the display.

• Refer to the operation manual of 
AN-37AG2+AN-37P30 or AN-52AG4 for details.
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Appendix

Troubleshooting

Problem Possible Solution

No power• Check if you pressed POWER on the remote control unit. Page 19
Is the AC cord disconnected? Page 10
Has the power been turned on? Page 19

•
•
•

Unit cannot be operated.• External infl uences such as lightning, static electricity, may cause improper 
operation. In this case, operate the unit after fi rst turning off the power of the TV or 
unplugging the AC cord and replugging it in after 1 or 2 minutes.

•

Remote control unit does not 
operate.

• Is the equipment to be operated by the remote control unit set correctly? Press TV
to set the remote control unit to the setting for operating the TV.
Are batteries inserted with polarity (e, f) aligned? Page 11
Are batteries worn out? (Replace with new batteries.)
Are you using it under strong or fl uorescent lighting?
Is a fl uorescent light illuminated near the remote control sensor? 
Is "RC Control Lock" selected in "Operation Lock Out"? Page 34

•

•
•
•
•
•

Picture is cut off/with sidebar 
screen.

• Is the image position correct? Pages 33 and 63
Are screen mode adjustments such as picture size made correctly? 

Pages 25 and 62

•
•

Strange color, light color, or color 
misalignment

• Adjust the picture tone. Pages 28 and 29
Is the room too bright? The picture may look dark in a room that is too bright.

•
•

Power is suddenly turned off.• Is the sleep timer set? Page 22
Check the power control settings. Page 31
The unit's internal temperature has increased. Remove any objects blocking vent or 
clean.

•
•
•

No sound• Is connection to other components correct? Pages 14 to 18 and 58
Is the volume too low? Page 22
Is "Variable" selected in "Output Select"? Page 33
Have you pressed MUTE on the remote control unit? Page 22

• Check the audio output of the connected external equipment. Is the volume too 
low or muted?

• When external equipment is connected via an HDMI cable, you may need to 
confi gure the audio to be output through the HDMI cable.

• When audio is not output from external equipment connected to the PC IN or HDMI 1 
terminal, check the "Audio Select" setting. Page 63

• Even when external equipment is connected using an HDMI-certifi ed cable, an audio 
cable connection may be required depending on the type of equipment and the 
media being played back. In this case, in addition to connecting an HDMI-certifi ed 
cable to the HDMI 1 terminal, connect a Ø 3.5 mm stereo minijack cable to the 
AUDIO IN terminal and set "Audio Select" to "HDMI+Analog". Page 63

• When connecting a PC via an HDMI-certifi ed cable, check the following:
- Is the audio output of the PC confi gured correctly? Check the audio output 

settings and output audio format in Sound Properties on the PC.
Only PCM format audio can be output. Compressed audio (with a sampling rate 
of 32kHz, 44.1kHz, or 48kHz) and DTS format audio cannot be output.

- Depending on the board, only video signals may be output. In this case, in 
addition to connecting an HDMI-certifi ed cable to the HDMI 1 terminal, connect a 
Ø 3.5 mm stereo minijack cable to the AUDIO IN terminal and set "Audio Select" 
to "HDMI+Analog". Page 63

• If you are using a DVI-HDMI conversion cable to connect external equipment to the 
TV, check the following:
- Is an audio cable connected? The DVI-HDMI conversion cable is for video only. 

Connect a Ø 3.5 mm stereo minijack cable to listen to the audio.
- Is HDMI 1 being used? When the TV is connected to another HDMI terminal, the 

audio and video are not output together even if a Ø 3.5 mm stereo minijack cable 
is connected to the shared AUDIO IN terminal for PC IN and HDMI 1.

- Check the "Audio Select" setting. Set "Audio Select" to "HDMI+Analog". Page 63

•
•
•
•
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Problem Possible Solution

No picture• Is connection to other components correct?  Pages 14 to 18 and 58
Is the correct input selected?  Pages 14 and 23
Is "On" selected in "Audio Only"?  Page 31

• If the PC image is not displayed, check the following:
- When connecting a laptop PC to the TV, check that display output mode of the 

PC is set to external monitor.
- Check the resolution setting on the PC. Is a non-compatible signal being input?

 Page 63

•
•
•

Picture quality of HD programs is 
poor.

• To enjoy HD images from external equipment, you are required to set up HDMI 
connection or component connection.
If the program content is not of HD quality, HD images cannot be displayed. Check 
that the program you are viewing provides HD images.
The HD cable/satellite set-top box may need to be confi gured to output HD images 
via cable/satellite.
The cable/satellite broadcast may not support a signal resolution of 1080p.

•

•

•

•

The TV sometimes makes a 
cracking sound.

• This is not a malfunction. This happens when the cabinet slightly expands and contracts 
according to change in temperature. This does not affect the TV's performance.

•

• The original home page cannot 
be displayed.

• Is the ETHERNET cable connected correctly?  Page 66
• Check the settings of "Internet Setup".   Pages 68 to 69

• Some Internet functions used on a 
PC are not available from the TV.

• The TV has only limited functions compared with regular PC browsers.   Page 71

Troubleshooting - 3D Images

Problem Possible Solution

3D images are not displayed.• Is "3D Auto Change" set to "No"? Press 3D to switch to 3D mode.  Page 45
If "3D Auto Change" is set to "Yes" but no 3D images are displayed, check the display 
format of the content being viewed. Some 3D image signals may not be recognized as 3D 
images automatically. Press 3D to select the appropriate display format for the 3D image.

 Pages 43 to 44
Is the power of the 3D Glasses turned on?
Are the 3D Glasses set to 2D mode?
Is there an obstacle between the 3D Glasses and the TV, or is something covering 
the infrared receiver on the 3D Glasses? The 3D Glasses operate by receiving a 
signal from the TV. Do not place anything between the 3D infrared emitter on the TV 
and the infrared receiver on the 3D Glasses.  Page 12

•
•

•
•
•

For further details, refer to the operation manual of your 3D Glasses.

Troubleshooting - Error Message

The example of an error message 
displayed on a screen Error code Possible Solution

Failed to receive broadcast.• E202 Check the antenna cable. Check that the antenna is correctly setup.•

No broadcast now.• E203 Check the broadcast time in the program guide.•

An incompatible audio signal has 
been received. Change the output 
device audio settings to PCM.

• — This message is displayed when an audio format other than PCM 
is input. (Dolby Digital and DTS audio formats are not supported.)
- Set the audio output format of connected external HDMI 

equipment to PCM.
- Refer to the operation manual of the external equipment for 

setting details.

•

Appendix
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CLEARING THE SECRET NUMBER
If you forget the secret number, clear the secret number using the following procedure.

1 Select an item from the list below to display the secret number input screen. (For operating the on-screen 
display menu, see page 26.)

 • "Color system" (

➝

"Input Terminal Setting" 

➝

System Options menu).
 • "EZ Setup" or "Reset" (

➝

Initial Setup menu).
 • "CH Setup” (

➝

"Broadcasting Setup" 

➝

Initial Setup menu).
 • "Parental CTRL" (

➝

"Individual Setup" 

➝

Initial Setup menu).
 • "Interactive Service" (

➝

"Internet Setup" 

➝

Initial Setup menu).
 • "Software Update" (

➝

Information menu).

2 Press and hold both CH  and VOLk on the TV simultaneously until the message appears on the screen.

The secret number is .

• As a precautionary measure, make a note of your secret number above, and keep it in a safe place.

Appendix

Trademarks

• Manufactured under license from Dolby Laboratories. Dolby and the double-D symbol are trademarks of Dolby 
Laboratories.

• “HDMI, the HDMI logo and High-Defi nition Multimedia Interface are trademarks or registered trademarks of HDMI 
Licensing LLC in the United States and other countries.”

• Products that have earned the ENERGY STAR
®
 are designed to protect the environment through superior energy 

effi ciency.

•  and LC logo mark are registered trademarks of SHARP Corporation.
 This product is embedded with LC Font technology, which was developed by SHARP Corporation for clearly 

displaying easy-to-read characters on LCD screens. However, other fonts are used for some screen pages, too.

• “x.v.Color” and  are trademarks of Sony Corporation.

• Netfl ix and the Netfl ix logo are the registered trademarks of Netfl ix, Inc.

• ABOUT DIVX VIDEO: DivX
®
 is a digital video format created by DivX, Inc. This is an offi cial DivX Certifi ed

®
 device that 

plays DivX video. Visit divx.com for more information and software tools to convert your fi les into DivX video.
• ABOUT DIVX VIDEO-ON-DEMAND: This DivX Certifi ed

®
 device must be registered in order to play purchased DivX 

Video-on-Demand (VOD) movies. To obtain your registration code, locate the DivX VOD section in your device setup 
menu. Go to vod.divx.com for more information on how to complete your registration.

• VUDU™ is a trademark of VUDU, Inc.

• The Wi-Fi CERTIFIED Logo is a certifi cation mark of the Wi-Fi Alliance.
• The Wi-Fi Protected Setup Mark is a mark of the Wi-Fi Alliance.

• DLNA
®
, the DLNA Logo and DLNA CERTIFIED™ are trademarks, service marks, or certifi cation marks of the Digital 

Living Network Alliance.

• DivX
®
, DivX Certifi ed

®
, DivX Plus™ HD and associated logos are trademarks of DivX, Inc. and are used under 

license.

• Contains Adobe
®
 Flash

®
 Lite

®
 by Adobe Systems Incorporated. Adobe Flash Lite Copyright © 2003-2011 Adobe 

System Incorporated. All rights reserved.
 Adobe Flash and Flash Lite are either registered trademarks or trademarks of Adobe Systems Incorporated in the 

United States and/or other countries.
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TV

Item Model: LC-40LE835U Model: LC-46LE835U

LCD
panel

Size 40o Class (40o Diagonal) 46o Class (45 
63

/64o Diagonal)

Resolution 2,073,600 pixels (1,920 g 1,080)

TV
Function

TV-standard (CCIR) American TV Standard ATSC/NTSC System

Receiving
Channel

VHF/UHF VHF 2-13ch, UHF 14-69ch

CATV 1-135ch (non-scrambled channel only)

Digital Terrestrial 
Broadcast (8VSB)

2-69ch

Digital cable
*1

(64/256 QAM)
1-135ch (non-scrambled channel only)

Audio multiplex BTSC System

Audio out 10W g 2 + 15 W (WF)

Terminals

Back panel 
vertical
inputs

HDMI 1 HDMI in with HDCP, Audio in (Ø 3.5 mm stereo jack)

HDMI 2 HDMI in with HDCP

HDMI 3 HDMI in with HDCP

HDMI 4 HDMI in with HDCP

AUDIO OUT Audio out (Ø 3.5 mm stereo jack)

USB 1 Photo/Music/Video mode, Software update

Back panel 
surface
inputs

COMPONENT COMPONENT in

VIDEO 1 AV in

VIDEO 2 AV in

PC IN
ANALOG RGB (PC) in (15-pin mini D-sub female connector), 
Audio in (Ø 3.5 mm stereo jack)

RS-232C 9-pin D-sub male connector

Back panel 
horizontal
inputs

ANT/CABLE 75 q Unbalance, F Type g 1 for Analog (VHF/UHF/CATV) and Digital (AIR/CABLE)

AUDIO IN Audio in (Ø 3.5 mm stereo jack)

DIGITAL AUDIO OUTPUT Optical Digital audio output g 1 (PCM/Dolby Digital)

ETHERNET Network connector

USB 2 Photo/Music/Video mode, Software update

OSD language English/French/Spanish

Power Requirement AC 120 V, 60 Hz

Power Consumption 120 W (0.1 W Standby with AC 120 V) 150 W (0.1 W Standby with AC 120 V)

Weight
TV + stand 36.4 lbs./16.5 kg 50.7 lbs./23.0 kg

TV only 29.8 lbs./13.5 kg 41.9 lbs./19.0 kg

Dimension
*2

(W g H g D)

TV + stand 36 
15

/16 g 25 
3
/64 g 10 

25
/64 inch 42 

13
/64 g 28 g 11 

35
/64 inch

TV only 36 
15

/16 g 23 
5
/32 g 1 

5
/8 inch 42 

13
/64 g 26 

7
/64 g 1 

5
/8 inch

Operating temperature e32°F to e104°F (0°C to e40°C)

Cautions regarding use in high and low temperature environments
When the unit is used in a low temperature space (e.g. room, offi ce), the picture may leave trails or appear slightly delayed. 
This is not a malfunction, and the unit will recover when the temperature returns to normal.
Do not leave the unit in a hot or cold location. Also, do not leave the unit in a location exposed to direct sunlight or near a
heater, as this may cause the cabinet to deform and the front panel to malfunction. 
Storage temperature: f4°F to e140°F (f20°C to e60°C)

•

•

Specifi cations
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Item Model: LC-52LE835U Model: LC-60LE835U

LCD
panel

Size 52o Class (52 
1
/32o Diagonal) 60o Class (60 

1
/32o Diagonal)

Resolution 2,073,600 pixels (1,920 g 1,080)

TV
Function

TV-standard (CCIR) American TV Standard ATSC/NTSC System

Receiving
Channel

VHF/UHF VHF 2-13ch, UHF 14-69ch

CATV 1-135ch (non-scrambled channel only)

Digital Terrestrial 
Broadcast (8VSB)

2-69ch

Digital cable
*1

(64/256 QAM)
1-135ch (non-scrambled channel only)

Audio multiplex BTSC System

Audio out 10W g 2 + 15 W (WF)

Terminals

Back panel 
vertical
inputs

HDMI 1 HDMI in with HDCP, Audio in (Ø 3.5 mm stereo jack)

HDMI 2 HDMI in with HDCP

HDMI 3 HDMI in with HDCP

HDMI 4 HDMI in with HDCP

AUDIO OUT Audio out (Ø 3.5 mm stereo jack)

USB 1 Photo/Music/Video mode, Software update

Back panel 
surface
inputs

COMPONENT COMPONENT in

VIDEO 1 AV in

VIDEO 2 AV in

PC IN
ANALOG RGB (PC) in (15-pin mini D-sub female connector), 
Audio in (Ø 3.5 mm stereo jack)

RS-232C 9-pin D-sub male connector

Back panel 
horizontal
inputs

ANT/CABLE 75 q Unbalance, F Type g 1 for Analog (VHF/UHF/CATV) and Digital (AIR/CABLE)

AUDIO IN Audio in (Ø 3.5 mm stereo jack)

DIGITAL AUDIO OUTPUT Optical Digital audio output g 1 (PCM/Dolby Digital)

ETHERNET Network connector

USB 2 Photo/Music/Video mode, Software update

OSD language English/French/Spanish

Power Requirement AC 120 V, 60 Hz

Power Consumption 170 W (0.1 W Standby with AC 120 V) 220 W (0.1 W Standby with AC 120 V)

Weight
TV + stand 61.7 lbs./28.0 kg 83.8 lbs./38.0 kg

TV only 52.9 lbs./24.0 kg 68.3 lbs./31.0 kg

Dimension
*2

(W g H g D)

TV + stand 47 
31

/64 g 30 
63

/64 g 11 
35

/64 inch 54 
29

/64 g 34 
31

/32 g 14 
27

/64 inch

TV only 47 
31

/64 g 29 
1
/16 g 1 

5
/8 inch 54 

29
/64 g 33 

1
/32 g 1 

5
/8 inch

Operating temperature e32°F to e104°F (0°C to e40°C)

*1
 Emergency alert messages via Cable are unreceivable.

*2
 The dimensional drawings are shown on the inside back cover.
The dimensions include projecting parts. 

• As part of policy of continuous improvement, SHARP reserves the right to make design and specifi cation changes for 
product improvement without prior notice. The performance specifi cation fi gures indicated are nominal values of production 
units. There may be some deviations from these values in individual units.

Specifi cations
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Wireless LAN
FCC
This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions:
(1) This device may not cause harmful interference, and (2) this device must accept any interference received, including 
interference that may cause undesired operation. Changes or modifi cations not expressly approved by the party responsible 
for compliance could void the user’s authority to operate the equipment. To comply with the FCC RF exposure compliance 
requirements, this device and its antenna must not be co-located or operated in conjunction with any other antenna or 
transmitter.
The device for the band 5150-5250 MHz is only for indoor usage to reduce potential for harmful interference to co-channel 
mobile satellite systems;
The maximum antenna gain permitted (for devices in the bands 5250-5350 MHz and 5470-5725 MHz) to comply with the e.i.r.p. 
limit; and High-power radars are allocated as primary users (meaning they have priority) of the bands 5250-5350 MHz and 
5650-5850 MHz and these radars could cause interference and/or damage to LE-LAN devices.

COFETEL
This equipment operates on a secondary basis and, consequently, must accept harmful interference, including from station of 
the same kind, and may not cause harmful interference to systems operating on a primary basis.
CONTAINS TRANSMITTER MODULE COFETEL ID: RCPSHRU10-1387
Brand: SHARP
Model: RUNTKA810WJQZ

Specifi cation
Standard IEEE 802.11a/b/g/n

Frequency Band
2412-2484 MHz
5150-5850 MHz

Security
Static WEP (64/128 bit key Index 1 only)
WPA-PSK (TKIP)
WPA2-PSK (AES)

Modulation

DBPSK@1Mbps
DQPSK@2Mbps
CCK@5.5/11Mbps
BPSK@6/9 Mbps
QPSK@12/18Mbps
16-QAM@24Mbps
64-QAM@48/54Mbps and above, Rx up to 300Mbps

Transmit Power and Sensitivity

Tx Output Power: (Typical)
2.4GHz
  11b 17 +/- 2 dBm
  11g 14 +/- 2 dBm
  11n 13 +/- 2 dBm
5GHz
  11a 14 +/- 2 dBm
  11n 13 +/- 2 dBm
Rx Sensitivity: (Typical)
  -84dBm@11Mbps
  -72dBm@54Mbps
  -65dBm@HT20
  -62dBm@HT40

Specifi cations
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Software composition
The software included in this product is comprised of various software components whose individual copyrights 
are held by SHARP or by third parties.

Software developed by SHARP and open source software
The copyrights for the software components and various relevant documents included with this product that were 
developed or written by SHARP are owned by SHARP and are protected by the Copyright Act, international treaties, 
and other relevant laws. This product also makes use of freely distributed software and software components 
whose copyrights are held by third parties. These include software components covered by a GNU General Public 
License (hereafter GPL), a GNU Lesser General Public License (hereafter LGPL) or other license agreement.

Obtaining source code
Some of the open source software licensors require the distributor to provide the source code with the executable 
software components. GPL and LGPL include similar requirements. For information on obtaining the source code 
for the open source software and for obtaining the GPL, LGPL, and other license agreement information, visit the 
following website:

http://www.sharpusa.com/gpl

We are unable to answer any questions about the source code for the open source software. The source code for 
the software components whose copyrights are held by SHARP is not distributed.

Acknowledgements
The following are some of the open source software components included in this product:
• linux kernel/busybox/glibc/zlib/libpng/libjpeg/libiconv/DirectFB/OpenSSL/XMLRPC-EPI/mtd-utils/Expat/Qt/

U-Boot/WMDRM/AGG(ver2.3)/device-mapper/libfreetype/cURL/libxml2/lua/lua-xmlreader/lua-slncrypto/
Ffmpeg/SQLite/libzzip/c-ares/librt/libjanus

For the complete list, please see the URL above.

■

■

■

■

Information on the Software License for This Product
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Software Copyrights
XMLRPC-EPI
 Copyright 2000 © Epinions, Inc.
libjpeg
 This software is copyright © 1991-1998, Thomas G. Lane.

Portions of this software are based in part on the work of the Independent JPEG Group.
OpenSSL
 Copyright © 1998-2008 The OpenSSL Project.

This product includes software developed by the OpenSSL Project for use in the OpenSSL
Toolkit. (http://www.openssl.org)

SSLeay
 Copyright © 1995-1998 Eric Young (eay@cryptsoft.com)

This product includes cryptographic software written by Eric Young (eay@cryptsoft.com).
Expat
 Copyright © 1998, 1999, 2000 Thai Open Source Software Center Ltd and Clark Cooper.

Copyright © 2001, 2002, 2003, 2004, 2005, 2006 Expat maintainers.
Qt
 The Qt GUI Toolkit is Copyright © 2010 Nokia Corporation and/or its subsidiary(-ies).

Contact: Nokia Corporation (qt-info@nokia.com)
WMDRM

Content owners use Windows Media digital rights management technology (WMDRM) to protect their 
intellectual property, including copyrights. This device uses WMDRM software to access WMDRM-
protected content. If the WMDRM software fails to protect the content, content owners may ask Microsoft 
to revoke the software’s ability to use WMDRM to play or copy protected content.
Revocation does not affect unprotected content. When you download licenses for protected content, 
you agree that Microsoft may include a revocation list with the licenses. Content owners may require 
you to upgrade WMDRM to access to their content. If you decline an upgrade, you will not be able to 
access content that requires the upgrade.

libfreetype
 Copyright © 2006, 2007, 2008, 2009, 2010 by David Turner, Robert Wilhelm, and Werner Lemberg.
cURL
 Copyright © 1996-2010, Daniel Stenberg, (daniel@haxx.se)
libxml2
 Copyright © 1998-2003 Daniel Veillard. All Rights Reserved.
Lua
 Copyright © 1994-2008 Lua.org, PUC-Rio
Lua-xmlreader
 Copyright © 2008 A.S. Bradbury
Lua-slncrypto
 Copyright © 2005 Malete Partner, Berlin, partner@malete.org
libzzip
 Copyright © Guido Draheim guidod@gmx.de
c-ares
 Copyright © 1998 by the Massachusetts Institute of Technology.
UPnP
 Portions copyright © 2004 Intel Corporation
Group 42
 Portions copyright © 2000 Group 42, Inc. and the Contributing Authors.
zlib
 Portions copyright © 1995-1996 Jean-loup Gailly and Mark Adler.
RSA Data Security
 MD5.CPP - RSA Data Security, Inc., MD5 message-digest algorithm. Copyright © 1991-2, RSA Data 

Security, Inc. Created 1991. All rights reserved.
Fraunhofer IIS and Thomson Multimedia
 MPEG Layer-3 audio compression technology licensed by Fraunhofer IIS and Thomson Multimedia.

You cannot use the MP3 compressed audio within the Software for real time or live broadcasts.
If you require an MP3 decoder for real time or live broadcasts, you are responsible for obtaining this 
MP3 technology license.

Nellymoser, Inc
 Speech compression and decompression technology licensed by Nellymoser, Inc.
Sorenson Media, Inc
 Sorenson

TM
 Spark

TM
 video compression and decompression technology licensed from Sorenson Media, 

Inc.
Sun Microsystem, Inc
 ADPCM speech compression algorithm is used with the permission of Sun Microsystems, Inc. 

■

Information on the Software License for This Product
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CONSUMER LIMITED WARRANTY

SHARP ELECTRONICS CORPORATION warrants to the first consumer purchaser that this Sharp brand Liquid Crystal Display product (the
“Product”), when shipped in its original container, will be free from defective workmanship and materials, and agrees that it will, at its option, 
either repair the defect or replace the defective Product or part thereof with a new or remanufactured equivalent at no charge to the 
purchaser for parts or labor for the period(s) set forth below.

This warranty does not apply to any appearance items of the Product or if the serial number or model number affixed to the Product has 
been removed, defaced, changed, altered or tampered with. This warranty does not cover installation or signal reception problems. This 
limited warranty will not apply if the Product has been or is being used in a commercial setting or application; this warranty is meant solely 
for the non-commercial, household use of the Product by consumers in their home or residence. If you intend to or already use this Product 
for commercial purposes or in a commercial setting, there are warranties available to cover your use of this Product, the terms of which may 
vary. Please contact 1-888-GO-SHARP for further information.

In order to enforce your rights under this limited warranty, you should follow the steps set forth below. You must be able to provide proof of 
purchase to the servicer, which proof must include the date of purchase. 

To the extent permitted by applicable state law, the warranties set forth are in lieu of, and exclusive of, all other warranties, express or 
implied. Specifically ALL OTHER WARRANTIES OTHER THAN THOSE SET FORTH ABOVE ARE EXCLUDED, ALL EXPRESS AND
IMPLIED WARRANTIES INCLUDING THE WARRANTIES OF MERCHANTABILITY, FITNESS FOR USE, AND FITNESS FOR A PARTICULAR 
PURPOSE ARE SPECIFICALLY EXCLUDED. IF, UNDER APPLICABLE STATE LAW, IMPLIED WARRANTIES MAY NOT VALIDLY BE 
DISCLAIMED OR EXCLUDED, THE DURATION OF SUCH IMPLIED WARRANTIES IS LIMITED TO THE PERIOD(S) FROM THE DATE OF 
PURCHASE SET FORTH BELOW. THIS WARRANTY GIVES YOU SPECIFIC LEGAL RIGHTS. YOU MAY ALSO HAVE OTHER RIGHTS 
WHICH VARY FROM STATE TO STATE.

The warranties given herein shall be the sole and exclusive warranties granted by Sharp and shall be the sole and exclusive remedy
available to the purchaser and only for the time periods set forth herein. No other representations or promises made by anyone are 
permitted. Correction of defects, in the manner and for the period of time described herein, shall constitute complete fulfillment of all 
liabilities and responsibilities of Sharp to the purchaser with respect to the Product, and shall constitute full satisfaction of all claims, 
whether based on contract, negligence, strict liability or otherwise. Sharp does not warrant nor shall Sharp be liable, or in any way
responsible, for Products which have been subject to abuse (including, but not limited to, improper voltage), accident, misuse, negligence, 
lack of reasonable care, alteration, modification, tampering, misuse, improper operation or maintenance or any damages or defects in the 
Product which were caused by repairs or attempted repairs performed by anyone other than a Sharp authorized servicer. Nor shall Sharp 
be liable or in any way responsible for any incidental or consequential economic or property damage. Some states do not allow limits on 
warranties or on remedies for breach in certain transactions; in such states, the limits herein may not apply.

THIS LIMITED WARRANTY IS VALID ONLY IN THE FIFTY (50) UNITED STATES, THE DISTRICT OF COLUMBIA AND PUERTO RICO.

Model Specific Section

Where to Obtain Service: From a Sharp Authorized Servicer located in the United States. To find the 
location of the nearest Sharp Authorized Servicer, please call Sharp toll free 
at 1-800-BE-SHARP.

What to do to Obtain Service: Contact your Sharp Authorized Servicer to obtain in home service for this 
product. The Servicer will come to your location and if necessary remove the 
unit for repair at the Servicer’s facility and return the set to you once 
completed. Be sure to have Proof of Purchase available.

TO OBTAIN PRODUCT INFORMATION OR PURCHASE ACCESSORIES AND EXTENDED WARRANTIES, CALL 1-800-BE-SHARP
OR VISIT www.sharpusa.com

Additional Exclusions from 
Warranty Coverage (if any):

In order for the Product to be serviced, the Product must be readily available 
to the servicer, free and clear of any complex or non-standard installation, 
mounting or other encumbrance which would unreasonably interfere with 
servicing the Product. The Servicer will remount the Product after service, 
provided that such remounting is not into a complex or non-standard installa-
tion. Any additional labor and materials required to remove and/or reinstall a 
Product above and beyond the foregoing are not covered by this warranty, 
may result in additional charges and are the responsibility of the consumer.
Image Retention resulting from a fixed image being displayed for long 
periods of time is not covered by this Limited Warranty (see Operation 
Manual on how to prevent this).

Warranty Period for this Product: One (1) year parts and labor from the date of purchase.

Your Product Model Number & Description: LC-40LE835U/LC-46LE835U/LC-52LE835U/LC-60LE835U LCD Color Television
(Be sure to have this information available when you need service for your 
Product.)

For location of the nearest Sharp Authorized Service, or to obtain product literature, accessories, supplies, or 
customer assistance, please call 1-800-BE-SHARP.

Calling for Service

LIMITED WARRANTY
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Unit: inch (mm)
Unité: pouce (mm)

Unidad: pulgada (mm)

Dimensional Drawings
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Unit: inch (mm)
Unité: pouce (mm)

Unidad: pulgada (mm)

Dimensional Drawings

LC-52LE835U
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SHARP ELECTRONICS CORPORATION
Sharp Plaza, Mahwah, New Jersey 07495-1163

SHARP CORPORATION

Printed in Mexico
Imprimé au Mexique
Impreso en México
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IMPORTANT : Please read this operation manual before starting operating the equipment.

IMPORTANT : Veuillez lire ce mode d'emploi avant de commencer à utiliser l'appareil.

IMPORTANTE : Lea este manual de operación antes de comenzar a operar el equipo.

LC-40LE835U
LC-46LE835U
LC-52LE835U
LC-60LE835U
LIQUID CRYSTAL TELEVISION
TÉLÉVISEUR ACL
TELEVISOR CON PANTALLA 

DE CRISTAL LÍQUIDO

OPERATION MANUAL
MODE D'EMPLOI
MANUAL DE OPERACIÓN
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